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It’s all about 
reliable 
end-to-end 
solutions...

APR
Intelligent Video System

Xtralis
Intelligent Video System 
maximises detection 
rates with minimum 
false/nuisance alarms 

APR-MINI
Compact Intelligent 
Video System

AFTR
Multi-Site Video Security
Recording System

AFT
Multi-Site Video Security
System

Xtralis 
provides a full suite of 
Transmission equipment 
—with or without storage
—for use on all types of 
bandwidth connections

AFTX
Remote Video and 
Audio Transmission 
System

The Xtralis ADPRO product range is unique 
in delivering a complete end-to-end security 
solution— and because a system is only 
as strong as its weakest link— you need to 
invest in a system that embeds integrity and 
reliability all the way along the critical path. 

The Xtralis ADPRO security 
solution has contributed 
to increased repeat 
business from young 
families who want to 
enjoy a safe and 
positive McDonalds 
dining experience, 
free from disruption and 
intimidating behaviour 
from youth gangs.  
Peter Bolton
Regional Security Manager 
McDonalds UK

“

”
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Xtralis
compatible
communications
devices instantaneously 
send event-activated 
images

Communications
Devices*

Xtralis
Outdoor Detectors 
and Audio Equipment 
ensure premium 
site performance

PRO Series
PIR Detectors 

Audio Accessories*

VideoCentral
Multi-Site Video Security
Manager

Xtralis
VideoCentral is the 
de-facto industry 
standard for remote 
site CCTV alarm 
management

VideoWall
Multi-Site Surveillance
Server

With solutions in over 40,000 customer 
sites and 400 Central Monitoring Stations 
worldwide, Xtralis ADPRO security 
products protect a wide range of markets, 
including retail, transport, utilities, 
government, schools and restaurants.

*Audio accessories and Communications devices are not available from 
Xtralis in all countries. Please check availability with your local office.

Xtralis has embraced the 
British Standard BS8418 
mandated by UK police 
jurisdictions and insurance 
companies alike. By 
integrating new features 
into both the Xtralis ADPRO 
on-site equipment and the 
Central Station monitoring 
software, the Xtralis ADPRO 
range provides an industry 
leading Standards-compliant 
solution.
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Xtralis ADPRO AFT is the video security platform of the future. 
It features:

  Quick Access Remote Multi-Site Management delivering instant 
video access over a variety of communication links, including PSTN, 
ISDN, cellular, ADSL or other high speed networks.

  Image Water-Marking providing tamper-proof images for use as 
admissible evidence.

  Long Duration Digital Recording enabling storage of typically six 
times more video images than most other products on the market.

  Simultaneous Access by Multiple Users allowing recorded images 
to be accessed and simultaneously viewed from multiple locations.

  Transaction Device Interface enabling quick viewing of fraudulent 
activities through synchronisation of video footage with data from 
systems such as Electronic Point of Sale, Automatic Teller Machines, 
and Access Control.

  Compliance with British Standard BS8418 ensuring best practice 
installation and monitoring.

  High Level Interface to the Xtralis ADPRO APR Intelligent Video 
System.

  Total System Integrity including the “SitePulse” feature that 
automatically verifies that an AFT is contactable and operational, a 
secondary back-up channel if a primary signal fails, extensive system 
diagnostics plus much more.

  Xtralis ADPRO AFTR combined with the Xtralis ADPRO VideoCentral 
provide a unique combination of video alarm verification, remote site 
monitoring and control, and long duration evidential quality recording.

Video Transmission & Storage Hardware

Security and loss prevention 
don’t have to be time 
consuming, labour-intensive or 
costly. With AFT we can control 
and manage the CCTV footage 
from all our retail outlets from 
one single video control room, 
resulting in reduced threat of 
violence, robberies and theft.
Doug Cook
Corporate Security Manager 
T-Mobile Retail

“

”

Standards-compliant 
video alarm verification 
and a powerful 
interactive monitoring 
solution that reduces 
operational costs.

Xtralis              AFT
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Intelligent Video System
Xtralis ADPRO APR is an outdoor video intrusion detector that uses video 
analytics to determine when an intruder enters an area. It offers:

 Protection of the perimeter and protected areas on a site.

 Reliable detection in a wide range of site conditions. 

 Clear presentation of the cause of the alarm to a local or remote operator.

 Extremely high detection probability with minimal probability of nuisance
  alarms. 

 Excellent anti-tamper capabilities to detect efforts to disable the system. 

  Simple connection and integration with our video transmission products for 
trouble-free installation.   

 A purpose built platform that ensures highly reliable performance in all 
  conditions. 

 A small footprint to minimise the space required to house the system. 

Xtralis              APR

We have used Xtralis ADPRO 
products for over a decade. 
Xtralis ADPRO continues to 
be a cost-effective solution for 
companies, especially those 
with existing high-speed 
networks and distributed 
locations. Xtralis ADPRO’s 
remote alarm handling 
functionality is particularly 
impressive. 
Steve Nelson
Operations Director 
Visual Vertification (CMS)

“

”
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A reliable video 
security system 
has to start with 
high performance 
detection

VideoCentral Gold 
supports multiple workstations, 
communications lines and 
operators and is ideal for 
Central Monitoring Station and 
Command Centre alarm 
management applications.

 VideoCentral Lite 
is designed for the single 
operator or laptop user. This 
may include the manager who 
wants to periodically observe 
activities on multiple remote 
sites.

VideoWall 
provides live viewing of 
cameras from multiple sites. 
Control is integrated with 
VideoCentral Gold.

  The Fastest Display, Storage and Retrieval of Alarm Images enabling operators to 
make the right decision in critical situations.

  Integrated Audio enabling transmission of the operator’s voice to the site to provide 
an instant intruder deterrent or access control via two way intercom use.

  Interactive Site Maps providing simplified graphical operation and control of remote 
sites.

  Control of Devices such as lights, gates or barriers enabling full remote site 
interactive monitoring.

  ‘Digital Evidence’ ensuring all key data is associated with images thereby enhancing 
end-to-end integrity and ensuring evidential admissibility.

  Efficient System Architecture that scales from small self-monitoring centres to high-
volume public Central Stations.

  Software Developer’s Tools enabling integration with other Alarm Management 
software to allow video alarm management from either VideoCentral or a third-party 
user interface.

  Point-and-Click Zone Isolation, allowing operators to quickly isolate individual or 
multiple zones. 

 VideoWall provides live video from multiple sites onto configurable monitor displays.

Remote Site Video & Alarm Management Software

Xtralis              VideoCentral

  High mounting height ensures detector positioning out of the reach of 
vandals and combined with tamper-protected enclosure, delivers BS8418 
compliant performance.

  Easy to install, configure and adjust by using alignment tools such as 
alignment telescope and walk tester, installation and display software in 
combination with a PC. Adjustment and signal monitoring can be done remotely 
without the need of costly site visits.

 Anti-tamper feature provides a tamper output if the detector is moved from its 
 original position, increasing site security.

  Large choice of product variants caters for different viewing range 
requirements, environmental conditions and either perimeter or area protection.

  Excellent false alarm rejection by using the latest signal processing and 
environmental adaptive circuitry. 

Outdoor Passive Infra-red Detectors
Xtralis              PRO



High quality 
video and audio 
transmission over 
any bandwidth 
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Audio, when combined with video monitoring, allows interaction with 
a site from a remote monitoring station. Direct verbal challenges to 
an intruder can prevent escalation of a situation to violence or damage 
and ensures that business continuity is maintained.
Xtralis provides a range of premium audio products such as amplifiers, 
speakers and intercoms that when used in conjunction with other 
Xtralis ADPRO audio components, can provide zoning to a mix of up 
to 20 intercom or PA zones for complete site audio coverage. 
Contact your local Xtralis sales office to discuss the range of audio 
solutions available in your area and for advice on modems, terminal 
adapters and routers that have been fully tested with the Xtralis 
ADPRO range of video transmission equipment.

Audio & Communications Hardware

ADPRO alerts us to 
the presence of 
intruders before an 
attempted break-in, 
and the causes of 
alarm can be viewed 
live at our remote 
security control room. 
We were particularly 
impressed with the 
integrated video alarm 
verification features. 
James Thornton
Head of Security 
BMW Park Lane, London

“

”

Video & Audio Transmission Hardware
AFTX – Remote Video and Audio Transmission System  
Xtralis ADPRO AFTX remote video transmission product is the 
benchmark for live transmission of outstanding quality video and audio. 
Developed to satisfy the most stringent requirements, AFTX encompasses 
years of technological leadership of the video transmission market for 
security and surveillance applications.
It features:

  Quick Access Remote Multi-Site Management delivering instant 
video access over a variety of communication links, including PSTN, 
ISDN, cellular, ADSL or other high speed networks.

  Simultaneous Access by Multiple Users allowing recorded images 
to be accessed and simultaneously viewed from multiple locations.

  Compliance with British Standard BS8418 ensuring best practice 
installation and monitoring.

  Total System Integrity including the “SitePulse” feature.
  Utilises LAN/WAN network systems or data links to protect and 

monitor your sites
  High Level Interface to Xtralis ADPRO APR.

Xtralis              AFTX



Product Selection Guide

Yes

LAN/WAN

ADSL

Dual Path Device

PSTN

Modem

Router

Ethernet

ISDN

Terminal Adapter

No

What
communication
paths will 
you use?

Primary path 
communications
device?

LAN/WAN

ADSL

Dual Path Device

PSTN

Modem

Router

ISDN

Terminal Adapter

Yes AFT

No AFTX

PSTN/ISDN/
cellular/ADSL/
LAN/WAN

Transaction Device 
interface required?

Do you want to
store video?

Transaction 
Device Interface 
Licence

Secondary path 
communications
device?

Remote
Video
Monitoring

Ethernet

AFTR

Xtralis ADPRO produces a comprehensive range of solutions to accommodate a 
wide range of customer requirements.
A broad system design can be produced by answering the questions in this product 
selection diagram. However within each product there are often a number of product 
variants available dependent on the specific site requirements.
Once you have determined the broad system design, please consult your local 
Xtralis sales office to customise the solution for your exact needs. 

8



Outdoor
Detection

Presidium (APR)

Intruder
Detection?

No outdoor 
detection required

No audio 
required

Audio?
Alarm
Monitoring?

Site surveillance 
or casual site 
viewing, reviewing
and control?

System design
complete

One-way

Horn, Speaker, 
Amplifier, Intercom,
Microphone

Horn, Speaker, 
Amplifier

NoNo

Yes

Refer to the 
“PRO Detector
Reference Table”
on page 11 of this
brochure for more
information on
product options

Area

Intelligent Video
System

Already included 
in AFT

Indoor Activity 
Detection

Two-way

One-way
broadcast or
two-way
interaction?

Area or
Perimeter?

VideoCentral Gold
with dongle

Free VideoCentral 
Lite without dongle

Perimeter

Single standalone

Multi-site
integrated
viewing

VideoWall

Not available with
AFTR

9



AFT AFTX APR
Description Fast Digital Video 

Storage & Transmission
Remote Video & 
Transmission system

Intrusion detection

Video standard PAL/NTSC PAL/NTSC PAL/NTSC

Video channels – per system 5, 10, 20 5, 10, 20 2 - 20

Compression H.263 H.263 Not applicable

Highest resolution
Hardware to software 704 x 288 704 x 288

Alarm inputs 20, 30 + flexible configuration 20, 30 + flexible configuration 2 - 20

Alarm handling
Pre-alarm storage 5 minutes Not applicable Not applicable

Post-alarm storage Multiple Images 3 images per alarm Not applicable

Control outputs 10, 20 10, 20 2 - 20

Tamper protection
Video Loss Alarm Yes Yes Yes
Low Contrast Alarm Yes Yes Yes

Alarm inputs Yes Yes Yes

Audio
Inputs 1 (10/20 with VM22A) 1 (10/20 with VM22A) Not applicable
Outputs 1 (10/20 with VM22A) 1 (10/20 with VM22A) Not applicable

PTZ support Yes (RS422/485 telemetry support 
over twisted pair)

Yes (RS422/485 telemetry support 
over twisted pair)

Not applicable

Down-the-coax PTZ support Yes (BBV, Pelco & Baxall) Yes (BBV, Pelco & Baxall) Not applicable

Motion detection Yes Yes Not applicable

Multi-split view Yes Yes Not applicable

ATM/POS Interface Yes Yes Not applicable

Live video update rate 25 ips 25 ips Not applicable

Maximum transmitted bandwidth 2 Mbps 2 Mbps Not applicable
Maximum recording rate 100 ips (120 ips NTSC) Not applicable Not applicable

Maximum storage capacity 1.28 TB (1280 GB) Not applicable Not applicable

Post-activity search Yes Not applicable Not applicable

Communication methods
ISDN Yes – external Yes – external Not applicable
PSTN Yes – external Yes – external Not applicable

TCP/IP Yes Yes Yes

GSM Yes – external Yes – external Not applicable

No. of simultaneous 
connections

4 with a maximum of 2 serial 
connections

4 with a maximum of 2 serial 
connections

Not applicable

Backup communications Yes Yes Not applicable

Transmitter configuration
Local/Remote via PC Yes Yes Not applicable

Receiver options Software Software Not applicable

Viewer software included Yes Yes Yes

Composite video output 1 1 2 - 20

Transparent data port Yes Yes No

Warranty 24 months 24 months 24 months

Power 115-230 VAC 115-230 VAC 115-230 VAC

Accessories VM21A Relay Card, 
VM22A Audio Switcher, 
AFT Down the Coax Telemetry 
Module – AFT-50DTCT-1,
Audio accessories, 
Communications devices

VM21A Relay Card, 
VM22A Audio Switcher, 
AFT Down the Coax Telemetry 
Module – AFT-50DTCT-1,
Audio accessories, 
Communications devices

Xtralis              Video security products
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Volumetric Long-range Coverage  Long-range Curtain Steep look down
PRO 85 PRO 85H PRO 250H

Recommended range 50 m (165 ft) 60 m (200 ft) 120 m (400 ft)

Nominal range 60 m  x 18 m (200 ft x 60 ft) 75 m  x 23 m (250 ft x 75 ft) 150 m  x 3.3 m (500 ft x 11 ft)

Mounting height 2.5 to 4 m (8 to 13 ft) 2.5 to 4 m (8 to 13 ft)

Alarm output Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Relay SPDT, 28 VDC, 150 mA
Transistor open collector NPN, 30 VDC, 20 mA

Anti-tamper feature Yes Yes

Sensitivity adjustment DIP Switch or Software DIP Switch or Software
Internal switches Sensitivity, Adaptive threshold on/off,

Anti-tamper on/off, Walk test on/off
Sensitivity, Adaptive threshold on/off,
Anti-tamper on/off, Walk test on/off

Operating temperature -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F) -40 to 60°C (-40 to 140°F)

Mounting  Wall mounting bracket included Universal mounting bracket (optional)

Warranty 24 months 24 months

Long-range Curtain Long-range Directional Curtain 
PRO 100 PRO 100H PRO 100D PRO 100DH

Recommended range 90 m (300 ft) 120 m (400 ft) 90 m (300 ft) 120 m (400 ft)

Nominal range 120 m  x 2.7 m (400 ft x 9 ft) 150 m  x 3.3 m (500 ft x 11 ft) 120 m  x 4.3 m (400 ft x 14 ft) 150 m  x 5.3 m (500 ft x 17 ft)

Mounting height 2.5 to 4 m (8 to 13 ft) 2.5 to 4 m (8 to 13 ft)

Alarm output Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Anti-tamper feature Yes Yes

Sensitivity adjustment DIP Switch or Software DIP Switch or Software

Internal switches Sensitivity, Adaptive threshold on/off,
Mounting height high/low, Anti-tamper on/off, 

Walk test on/off

Sensitivity, Adaptive threshold on/off,
Mounting height high/low, Anti-tamper on/off, 

Walk test on/off, Directional detection

Operating temperature -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F) -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F)

Mounting  Wall mounting bracket included Wall mounting bracket included

Warranty 24 months 24 months

Medium-range Curtain Medium-range Directional Curtain
PRO 45 PRO 45H PRO 45D PRO 45DH

Recommended range 45 m (150 ft) 55 m (180 ft) 45 m (150 ft) 55 m (180 ft)

Nominal range 50 m  x 3.3 m (165 ft x 11 ft) 60 m  x 3.9 m (200 ft x 13 ft) 50 m  x 3.6 m (165 ft x 12 ft) 60 m  x 4.2 m (200 ft x 14 ft)

Mounting height 2.5 to 4 m (8 to 13 ft) 2.5 to 4 m (8 to 13 ft)

Alarm output Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Anti-tamper feature Yes Yes

Sensitivity adjustment DIP Switch or Software DIP Switch or Software

Internal switches Sensitivity, Adaptive threshold on/off,
Anti-tamper on/off, Walk test on/off

Sensitivity, Adaptive threshold on/off,
Anti-tamper on/off, Walk test on/off, Directional detection

Operating temperature -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F) -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F)

Mounting  Wall mounting bracket included Wall mounting bracket included

Warranty 24 months 24 months

Volumetric Coverage Volumetric Coverage
PRO 18 PRO 18H PRO 18W PRO 18WH

Recommended range 24 m (80 ft) 30 m (100 ft) 21 m (70 ft) 27 m (90 ft)

Nominal range 24 m  x 21 m (80 ft x 70 ft) 30 m  x 27 m (100 ft x 90 ft) 21 m  x 24 m (70 ft x 80 ft) 27 m  x 30 m (90 ft x 100 ft)

Mounting height 2.5 to 4 m (8 to 13 ft) 2.5 to 4 m (8 to 13 ft)

Alarm output Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Relay SPST, 30 VDC, 100 mA
Transistor open collector NPN, 30 VDC, 50 mA

Anti-tamper feature Yes Yes

Sensitivity adjustment DIP Switch or Software DIP Switch or Software

Internal switches Sensitivity, Adaptive threshold on/off,
Anti-tamper on/off, Walk test on/off, Pulse count

Sensitivity, Adaptive threshold on/off,
Anti-tamper on/off, Walk test on/off, Pulse count

Operating temperature -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F) -20 to 60°C (-4 to 140°F) -40 to 60°C (-40 to 140°F)

Mounting  Wall mounting bracket included Wall mounting bracket included

Warranty 24 months 24 months

PRO Detector Reference Tables
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www.xtralis.com
The Americas +1 781 740 2223  Asia +852 2916 9976  Australia and New Zealand +61 3 9936 7000
EMEA +44 1442 242 330

Xtralis is a global organisation 
committed to providing a 
continuous flow of intelligent, 
sophisticated products that 
significantly improve the safety 
and security of its customers. 
Advanced smoke detection and 
security technologies position 
Xtralis as a leading manufacturer 
of innovative system solutions 
for global industry application.
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Symmetry 
AcceSS control

DAtASHeet |  ACCESS CONTROL  |  EN-1DBC EDgE NETwORk CONTROLLER

The Symmetry Edge Network Controller is a key feature of 
an access control system. It provides distributed intelligence, 
resilience in the event of network failure, and fast response to 
access requests. 

The Edge Network Controller is a Power-over-Ethernet (PoE) 
One Door Controller that provides distributed intelligence and fast 
response to access requests.

The Symmetry Edge Network Controller supports connections to 
a client PC via the Local or Wide Area Network. Each Symmetry 
Edge Network Controller communicates with PCs running the 
feature rich Symmetry Business, Professional or Enterprise security 
management software, v6.0.2 SP7 or later. Direct network discovery 
and programming using the Symmetry software provides simplified 
installation. The security management software is used to set up 
the rules of access control, monitor alarms, produce reports and 
administer one or more facilities.

reADer tecHnologieS & cArD FormAtS 
The Symmetry Edge Network Controller supports a full range 
of reading technologies including Magnetic Stripe, Smart card, 
Proximity, Biometrics and Wiegand. A number of default card 
formats are programmed as standard and there is a capability for 
custom formats to be defined. This is particularly important when 
integrating existing cards with a new system. 

Symmetry eDge network controller 
conFigurAtionS 
The Symmetry Edge Network Controller is supplied with a poly 
carbonate enclosure. The enclosure has a removable lid and tamper 
switch as standard. 

The Symmetry Edge Network Controller can be powered using PoE 
or locally via a 12VDC supply. When powered using PoE, 700ma is 
available for reader and lock power.

tecHnicAl DetAilS
The Symmetry Edge Network Controller contains the system 
databases, performs the transaction processing and controls system 
communications. 

The Symmetry Edge Network Controller is supplied as standard 
with memory for up to 50,000 cardholders and 10,500 offline 
transactions. 

The Symmetry Edge Network Controller incorporates Flash 
Memory supporting downloadable firmware and allowing firmware 
enhancements via a PC, simplifying upgrades and minimizing 
installation time.

SYMMETRY™

EN-1DBC EDgE NETwORk CONTROLLER



Symmetry 
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AMAg Technology
sales@amag.com 
www.amag.com

™
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key FeAtureS
 � Power over Ethernet (PoE) support for controller, reader and 
door release provides lower installation cost  

 � Switch selectable support for secure Symmetry 20mA or 
Wiegand reader communications

 � Surface or wall switch mounted
 � Accelerated network card download 
 � 50,000 Cardholders

SpeciFicAtionS

includes enclosure  
 � Width: 6.8in (173mm) 
 � Height: 4.7in (120mm) 
 � Depth: 1.4in (35mm)

operating environment 
 � +32°F to +122°F (0°C to +50°C) 
 � 15% to 90% humidity, non-condensing 

communication Distances 
 � Door Controller to Current Loop Reader = 3000ft (1000m) 
 � Door Controller board to Wiegand Reader  = 325ft (100m)   

Storage capacities 
 � 50,000 cards and 10,500 offline transactions. 

controller inputs/outputs 
 � Input rating using PoE: 15.4W max. at 40VDC
 � Input rating using External supply: 850ma max. at 12VDC

reader and Door release outputs
 � 700mA max. combined current at 12VDC 

reader ports
 � Switch selectable 20mA current loop or Wiegand 
 � Door monitor inputs 2/3/4 - state supervision 
 � Exit Request inputs 2/3/4 - state supervision 
 � Door Release relay outputs rated at 28VDC, 3A max 
 � Bypass / shunt relay outputs rated at 28VDC, 3A max

purcHASing inFormAtion
 � EN-1DBC
 � EN-1DBC-HSE



ApplicAtion note

Easy access to security video via Internet is becoming increasingly popular, both for verification 

of alarms by central alarm stations as well as monitoring small businesses and homes by end 

customers. AXIS Video Hosting System (AVHS) is an easy and cost-effective way to implement 

true remote monitoring and further develop your business.

low surveillance investments
A traditional surveillance installation with local DVR/NVR 
storage requires a larger investment both in terms of to-
tal installation cost and on-going maintenance costs. 
AVHS network cameras are connected to the existing 
network and there is no requirement for local storage.

cut alarm operation cost with easy video 
verification
A large percentage of burglar/intrusion alarms today are 
false. Increasingly, police departments and security com-
panies are requiring video verification of alarms before 
they respond. If video verification is not provided, there is 
either no response or a severe penalty charged for a false 
alarm.

customers are demanding access to video 
monitoring via internet
The need for security is growing and, with the availability 
of cost effective bandwidth and the proliferation of de-
vices capable of streaming video, customers are increas-
ingly demanding easy access to live view and recorded 
video from their business and homes over the Internet.

increase RMR by providing value-added 
services
Supplying access to live and stored video are value-added 
services that alarm central stations can easily provide to 
enhance their recurring monthly revenue (RMR). Central 
alarm stations that are capable of providing these ser-
vices to their end customers will have a distinct com-
petitive advantage over other service providers.

> cost-effective video 
surveillance 

> low maintenance cost

> Quick video verification

> easy monitoring via 
internet

> increase of recurring 
monthly revenue (RMR)

enhancing recurring monthly revenue with a 
remote video monitoring system.
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Remote video monitoring is easier than 
ever with AVHS
Small businesses and residential homes increasingly 
have broadband access and the price for bandwidth is 
declining. This makes it possible to provide true remote 
video services without local video storage that are eas-
ily accessible via the Internet. To further reduce band-
width requirements, making it feasible to transmit video 
from several cameras simultaneously, AVHS supports 
event-triggered recordings and efficient video com-
pression standards.

Zero config installation - zero client 
application
With AVHS, security installers do not have to perform 
on-site network configuration or client software instal-
lation at end user sites. After Axis network cameras are 
installed and connected to the existing network, all 
configuration takes place remotely.

A service easy to manage and integrate
The backend of the system is the AVHS Server Software. 
It can easily be implemented as a stand-alone service or 
integrated into other remote services such as burglar 
alarm monitoring or remote access control. All that is 
needed is the required number of servers. The AVHS 
Server portal is customized to meet your specific needs, 
and when installed it can be easily scaled to manage 
thousands of password-protected cameras and autho-
rized users.

Develop your business
AVHS is a robust, scalable system that provides a zero 
config solution for the end-user, as well as an easy-to-
implement backend server software solution and it sup-
ports Axis’ large range of network cameras. AVHS has 
been successfully implemented by companies both in 
Europe and the US. By adding Internet-based video sur-
veillance to your service offering you will establish 
closer relations with existing customers and broaden 
your potential customer base at the same time.

The small and smart AXIS M10 Series is a perfect complement to AVHS. 
Other network cameras from our wide range can also be used.

Why network video?
> Superior image quality
> Remote accessibility 
> Easy, future-proof  

integration 
> Scalability and flexibility 
> Cost-effectiveness 
> Distributed intelligence 
> Proven technology 

Why Axis?
> Worldwide #1 in network 

video, the world’s leading 
expert 

> Proven installations across 
all continents 

> Broadest product portfolio 
in the industry 

> The largest installed base of 
network video products 

> Over 20 years of networking 
excellence 

The best in network video!
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Welcome to the Axis 
network video product guide
This guide has been developed to help you navigate our broad range of network video 
products. If you are looking for comprehensive product specifications, or information 
about our solutions and customer cases, please visit our website www.axis.com or contact 
your local Axis office.

The driving force in network video
Axis is the world leader in network video. We were first 
to bring the benefits of IP to video surveillance and 
remote monitoring, introducing the world’s first net-
work camera in 1996. With nearly three decades of 
network know-how, full commitment to open industry 
standards, and partnership with over 35,000 experts, 
Axis delivers solutions that best answer users’ current 
and future needs – including a complete range of high-
quality network cameras, video encoders, video man-
agement software and accessories.

Axis solutions ensure easy integration and scalability, 
and use standard networks and IT equipment. As a 
founding member of the international standards body 
ONVIF, Axis also promotes equipment interoperability 
and compatibility. 

Enduring results
With the world’s largest installed base of network 
cameras, Axis offers unrivalled expertise. Used world-
wide in sectors ranging from retail and transportation 
to education and city surveillance, Axis network video 
solutions deliver enduring results: indoor, outdoor, 
wired, wireless, and in even the most extreme condi-
tions and remote locations.

Pioneering partnerships
Axis partners with a comprehensive network of surveil-
lance specialists. Together with leading technology part-
ners, application developers, consultants/design insti-
tutes, system integrators and resellers, we create video 
surveillance solutions that expand the user’s potential.  

Get the Axis picture. Stay one step ahead.
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Common features
> Axis superior image quality
>  Live and recorded video in HDTV and megapixel resolutions
>  Direct connection to wired and wireless IP networks
>  Easy to install, outdoor-ready video solutions for harsh weather 

conditions
>  Standard video compression formats including H.264, MPEG-4 and 

Motion JPEG
>  Built-in intelligence, e.g. video motion detection and  

tampering alarm
>  Powerful event and alarm management, including alarm input/

output through external devices
>  Enhanced video surveillance with audio
>  Power over Ethernet for reduced installation costs and reliable 

power supply
>  Comprehensive set of security and technology features such as 

multi-level passwords, IP address filtering, HTTPS encryption, IPv6 
and Quality of Service (QoS)

>  Powerful management tools for remote configuration and status
>  Powerful API (VAPIX®) for software integration, AXIS Video 

Hosting System for Internet-based video surveillance management, 
AXIS Camera Application Platform for third application software 
and ONVIF

Benefits
> Remote access to live and recorded video anywhere at any time, 

from any authorized computer
>  Digital quality images for perfect viewing
>  Clearer images of moving persons and objects thanks to 

progressive scan
>  Different viewing and storing needs satisfied by multiple, 

individually configurable streams
>  Scalable and future-proof, based on open IP standards
>  Ease of integration with other systems, such as access control and 

point of sales
>  Efficient centralized management and reduced maintenance costs
>  Flexible and cost-efficient large-scale video surveillance solutions
>  Reduced staff work-load through intelligent, automated and 

reliable event management
>  Backed by the industry’s largest base of video management 

software with Axis Application Development Partners

The video surveillance market is thriving, driven by increased public and private security aware-
ness. At the same time, the market is rapidly undergoing a technology shift where analog CCTV 
systems are being replaced by network video – a technology that started at Axis. Axis invented 
the first network camera in 1996, and continues to lead the market. With network cameras for 
day and night, indoor and outdoor environments, and features such as wireless, vandal protection 
and megapixel/HDTV resolutions, Axis offers you a complete portfolio. Whether you need a pro-
fessional video surveillance solution to secure the safety of people and places, or remotely mon-
itor property and facilities, Axis can meet your needs.

Watch anything, from anywhere at any time

NETWORK CAMERAS4
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Network cameras for any need
Axis offers the world’s largest selection of network cameras,  providing high-quality video solu-
tions for any professional indoor or outdoor video surveillance application.

Types of network cameras

Fixed network cameras
A fixed network camera meets a variety of application 
needs, and its traditional camera design adds a deter-
ring effect. The viewing direction is set once the  
camera is mounted. There are several models with a 
varifocal lens and/or exchangeable lenses for increased 
flexibility.

Fixed dome network cameras
A fixed dome network camera is a compact camera solu-
tion with a dome casing. Its main benefit lies in its discreet, 
non-obtrusive design, as well as in the fact that it is  
difficult to see in which direction the camera is pointing. 

PTZ network cameras
A PTZ network camera offers network video functional-
ity combined with pan/tilt/zoom capability. The camera’s 
movement is easily controlled via a computer connected 
to the network. Depending on the application, the most 
suitable choice may be a PTZ network camera where  
both movement and viewing direction are visible, a more 
discreet model where all moving parts are inside the 
casing, or a model with no moving parts.

PTZ dome network cameras
A PTZ dome network camera provides full flexibility by 
enabling 360° endless pan, up to 220° tilt, extensive 
zooming capabilities and advanced mechanical design 
for continuous camera movement. PTZ domes are ideal 
for live monitoring, where the user actively follows a 
person or object, as well as unmanned surveillance 
through the use of guard tour, whereby the camera  
automatically moves between preset positions.

Thermal network cameras
Thermal network cameras create images based on heat 
that radiates from any object, vehicle or person. The 
cameras see through complete darkness and deliver im-
ages that allow operators to detect and act on suspi-
cious activity around the clock in all conditions. Thermal 
network cameras are a perfect complement to any pro-
fessional IP-surveillance system.

Types of network cameras / NETWORK CAMERAS 5

System overview Computer 
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AXIS M1011/ 
AXIS M1011-W 
The smallest network cameras 
with H.264.

> Functional and smart design
>  Progressive scan
>  Simultaneous, multiple H.264, 

Motion JPEG and MPEG-4 
streams

>  Active tampering alarm
>  AXIS M1011-W: Wireless and 

wired connection to the 
network for flexible installation

> AXIS Video Hosting System 
(AVHS)

>  ONVIF

NETWORK CAMERAS / Fixed network cameras6

AXIS M1031-W

The smallest and smartest wire-
less network camera with H.264.

> Functional and smart design
>  Progressive scan
>  Simultaneous, multiple H.264, 

Motion JPEG and MPEG-4 
streams

>  Two-way audio support 
including built-in microphone 
and speaker, and audio 
detection alarm

>  Active tampering alarm
>  PIR sensor for detecting 

movement even in the dark
>  White LED for illuminating the 

scene automatically at an event 
or when requested by the user

>  Wireless IEEE 802.11b/g
>  AXIS Video Hosting System 

(AVHS)
>  ONVIF

FIXED NETWORK CAMERAS

Wireless Wireless

AXIS 211W

Flexible wireless video surveil-
lance with superior image quality.

> Progressive scan
>  Varifocal lens with DC-iris
>  Replaceable CS mount lens
>  Simultaneous Motion JPEG and 

MPEG-4 streams
>  Up to 30 frames per second in 

all resolutions ranging up to 
VGA 640x480

>  Two-way audio support 
including built-in microphone 
and audio detection alarm

>  One alarm input and one output 
for connecting external devices

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Wireless IEEE 802.11b/g

AXIS 221

High performance network camera 
for demanding security installations 
under all lighting conditions.

> Progressive scan
>  High-quality varifocal DC-iris 

lens for optimal image quality 
in outdoor light conditions

>  Replaceable CS mount lens
>  Automatic day and night with 

removable IR filter
>  Simultaneous Motion JPEG and 

MPEG-4 streams
>  Up to 45 frames per second in 

all resolutions ranging up to 
640x480. Up to 60 frames per 
second in 480x360 or lower

>  Two alarm inputs and one 
output for connecting external 
devices

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)

Wireless
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Axis new generation network 
cameras all include H.264, 
which is the latest MPEG stan-
dard for video encoding. H.264 
reduces the size of a digital 
video file by more than 80% 
compared with the Motion 
JPEG format, allowing for more 
cost-effective and manageable 
video surveillance systems.

AXIS M1054

The smallest and smartest HDTV 
network camera.

> Functional and smart design
>  Progressive scan
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  Up to 30 frames per second in 

all resolutions, including HDTV 
720p and 1 MP

>  Two-way audio support 
including built-in microphone 
and speaker, and audio 
detection alarm

>  One alarm input and one output
>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  PIR sensor for detecting 

movement even in the dark
>  White LED for illuminating the 

scene automatically at an event 
or when requested by the user

> AXIS Camera Application 
Platform

>  AXIS Video Hosting System 
(AVHS)

>  ONVIF

HDTV/Megapixel

AXIS M1103/M1104

Compact and affordable high-
resolution cameras for profes-
sional surveillance.

> Compact design
>  Progressive scan
> Replaceable CS mount lens
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  AXIS M1103: Up to 30 frames 

per second in all resolutions up 
to SVGA 800x600

>  AXIS M1104: Up to 30 frames 
per second in all resolutions, 
including HDTV 720p and 1 MP

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ support
>  Pixel counter
>  Support for AXIS Video Hosting 

System (AVHS)

HDTV/Megapixel

AXIS M1113/ 
AXIS M1113-E
Compact and affordable high-
resolution cameras for profes-
sional surveillance

> Compact design
>  Progressive scan
>  Varifocal lens with DC-iris
> Replaceable CS mount lens
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  Up to 30 frames per second in 

all resolutions up to SVGA 
800x600

>  Active tampering alarm
>  Power over Ethernet  

(IEEE 802.3af)
>  Digital PTZ support
>  Pixel counter
>  AXIS Video Hosting System 

(AVHS)
>  AXIS M1113-E: Outdoor-ready, 

IP66 rated, for temperatures 
down to -20 °C/ -4 °F

AXIS M1043-W/ 
AXIS M1044-W
The smallest and smartest wire-
less network cameras from the 
market leader.

> Functional and smart design
>  Progressive scan
>  Simultaneous, multiple H.264 

and Motion JPEG streams 
>  AXIS M1043-W: Up to 30 

frames per second in all 
resolutions up to SVGA 
800x600

>  AXIS M1044-W: Up to 30 
frames per second in all 
resolutions up to HDTV 720p 
and 1 MP

>  Two-way audio support 
including built-in microphone 
and speaker, and audio 
detection alarm

>  One alarm input and one output
>  Active tampering alarm
>  PIR sensor for detecting 

movement even in the dark
>  White LED for illuminating the 

scene automatically at an event 
or when requested by the user

>  Wireless IEEE 802.11b/g/n
>  MicroSD/SDHC memory card slot
> AXIS Video Hosting System 

(AVHS)
> ONVIF

HDTV/Megapixel
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FIXED NETWORK CAMERAS

AXIS P1346/ 
AXIS P1346-E
Superb HDTV quality and multi-
view streaming in any environment.

>  P-Iris control for optimal image 
sharpness

>  Up to 20 frames per second in 
all resolutions in 3 MP mode; 
up to 30 frames per second in 
2 MP 4:3 (1600x1200) and 
HDTV 1080p (1920x1080) mode

>  Multi-view streaming
>  All other features same as
 AXIS P1344/AXIS P1344-E

HDTV/Megapixel

AXIS P1343/
AXIS P1343-E
Superb image quality for video 
surveillance in any environment.

> Progressive scan
> Replaceable CS mount lens 

offering remote back-focus 
adjustment

>  Focus assistant
>  Automatic day and night with 

removable IR filter
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  Up to 30 frames per second in 

all resolutions up to SVGA 
800x600 pixels

>  Two-way audio support and 
audio detection alarm

>  1 alarm input and 1 output
>  Active tampering alarm
>  PoE (IEEE 802.3af)
>  Digital PTZ support
>  Pixel counter
>  SD/SDHC memory card slot
> AXIS Video Hosting System
> AXIS Camera Application 

Platform
> ONVIF
> AXIS P1343: Built-in microphone
>  AXIS P1343-E: Outdoor-ready, 

IP66- and NEMA 4X-rated for 
temperatures down to - 30 °C /

 - 22 °F or - 40 °C/F with High 
PoE; IK10 impact-resistant

HDTV/Megapixel

AXIS P1344/
AXIS P1344-E
Superb HDTV quality for video 
surveillance in any environment.

>  Up to 30 frames per second in 
all resolutions, including HDTV 
720p and 1 MP

>  All other features same as 
AXIS P1343/AXIS P1343-E

AXIS M1114/ 
AXIS M1114-E
Compact and affordable network 
HDTV cameras for professional 
surveillance

> Compact design 
>  Progressive scan
>  Varifocal lens with DC-iris
> Replaceable CS mount lens
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  Up to 30 frames per second in 

all resolutions, including HDTV 
720p and 1 MP

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ support
>  Pixel counter
>  AXIS Video Hosting System 

(AVHS)
>  AXIS M1114-E: Outdoor-ready, 

IP66 rated, for temperatures 
down to -20 °C/ -4 °F

HDTV/Megapixel



AXIS Q1755/ 
AXIS Q1755-E
HDTV network camera with zoom 
and H.264.

> Progressive scan
>  10x optical and 12x digital 

zoom with autofocus
>  Simultaneous, multiple H.264 

and Motion JPEG streams
>  30/25 (60/50 Hz) frames per 

second in HDTV 1080i or 720p 
resolution and 16:9 format

>  Two-way audio support and 
audio detection alarm

>  Active tampering alarm
>  Gatekeeper feature zooms in 

automatically when there is 
activity in a monitored area

>  Power over Ethernet 
(IEEE 802.3af)

>  Built-in SD/SDHC memory card 
slot for optional local storage

> AXIS Q1755: Built-in microphone
>  AXIS Q1755-E: Outdoor-ready, 

IP66- and NEMA 4X-rated, Power 
over Ethernet and High PoE, 
Arctic Temperature Control for 
temperatures down to -40 °C/F

HDTV

Axis outdoor-
ready cameras 
have an IP66 rating and 
are ready for the outdoors at 
delivery. No external housing is 
required. For a full list of Axis 
outdoor-ready cameras see:
www.axis.com/outdoor

Fixed network cameras / NETWORK CAMERAS 9

AXIS P1347/ 
AXIS P1347-E
Exceptional surveillance with 
5-megapixel camera.

> Up to 12 frames per second in 
all resolutions in 5 MP mode

>  Up to 20 frames per second in 
all resolutions in 3 MP mode 
and up to 30 frames per second 
in 2 MP 4:3 (1600x1200) and 
HDTV 1080p (1920x1080) mode

>  All other features same as  
AXIS P1346/AXIS P1346-E

HDTV/Megapixel

AXIS Q1602/ 
AXIS Q1602-E
Outstanding image performance 
in poor light conditions.

> Progressive scan 
>  Life-like colors even in 

low-light conditions, down to 
0.05 lux

>  Simultaneous, multiple, H.264 
and Motion JPEG streams

>  Up to 30 frames per second in 
all resolutions up to extended 
D1 (768x576) resolution

>  WDR - dynamic contrast
>  Two-way audio support 
>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  SD/SDHC memory card slot
>  Pixel counter
>  AXIS Camera Application 

Platform
> AXIS Video Hosting System 

(AVHS)
> ONVIF
>  AXIS Q1602-E: Outdoor-ready, 

IP66- and NEMA 4X-rated, for 
temperatures down to - 30 °C / 
- 22 °F or - 40 °C/F with High 
Power over Ethernet



NETWORK CAMERAS / Fixed dome network cameras10

FIXED DOME NETWORK CAMERAS

AXIS M3011

Ultra-discreet, recessed-mount 
video surveillance solution.

> Ultra-discreet fixed dome 
design for quick and easy 
recessed mounting in a drop 
ceiling

>  Progressive scan
>  Simultaneous multiple H.264, 

MPEG-4 and Motion JPEG 
streams

>  Up to 30 frames per second in 
all resolutions ranging up to 
VGA 640x480 pixels

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
> ONVIF

AXIS M3014

Ultra-discreet, recessed-mount 
video surveillance solution.

> Ultra-discreet fixed dome 
design for quick and easy 
recessed mounting in a drop 
ceiling

>  Progressive scan
>  Simultaneous multiple H.264 

and Motion JPEG streams
>  Up to 30 frames per second in 

all resolutions, including HDTV 
720p and 1 MP

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
> ONVIF

HDTV/Megapixel

AXIS M3113-R/ 
AXIS M3114-R
Compact, rugged network cameras 
for mobile video surveillance.

> Flat rugged design that blends 
in discreetly while withstanding 
tough conditions in buses and 
trains

>  Quick, reliable installation
>  Easy lens adjustment/replace-

ment with supplied lens tool
>  Progressive scan
>  Simultaneous H.264 and 

Motion JPEG streams
>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ
>  Pixel counter
> WDR - dynamic contrast
> AXIS Camera Application 

Platform 
>  AXIS Video Hosting System 

(AVHS)
> IP66, IP67, NEMA 4X ratings
>  AXIS M3113-R: Up to 30 fps in 

all resolutions up to SVGA
>  AXIS M3114-R: Up to 30 fps in 

all resolutions, including HDTV 
720p and 1 MP, IK08 impact-
resistant

AXIS M3113-VE/ 
AXIS M3114-VE
Affordable and ultra-discreet out-
door fixed domes.

> Outdoor-ready, discreet and 
vandal resistant

>  Quick and reliable installation
>  Easy lens adjustment and 

replacement with the supplied 
lens tool

>  Progressive scan
>  Simultaneous H.264 and 

Motion JPEG streams
>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ
>  Pixel counter
>  WDR - dynamic contrast
>  AXIS Camera Application 

Platform
>  AXIS Video Hosting System 

(AVHS)
>  ONVIF 
>  IP66, IP67, NEMA 4X ratings
>  AXIS M3113-VE: Up to 30 fps 

in all resolutions up to SVGA
>  AXIS M3114-VE: Up to 30 fps 

in all resolutions, including 
HDTV 720p and 1 MP, IK08 
impact-resistant

HDTV/MegapixelHDTV/Megapixel



AXIS M3203/ 
AXIS M3203-V
Discreet and affordable fixed domes 
for professional surveillance.

> Progressive scan
>  Varifocal lens and wide camera 

angle adjustment
>  Multiple, individually configu-

rable streams in H.264 and 
Motion JPEG

>  Up to 30 frames per second in 
all resolutions

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ
>  Pixel counter
> AXIS Camera Application 

Platform 
>  AXIS Video Hosting System 

(AVHS)
>  AXIS M3203: Tamper-resistant
>  AXIS M3203-V: Vandal-

resistant

AXIS M3204/ 
AXIS M3204-V
Discreet and affordable HDTV fixed 
domes for professional surveillance.

> Progressive scan
>  Varifocal lens and wide camera 

angle adjustment
>  Multiple, individually configu-

rable streams in H.264 and 
Motion JPEG

>  Up to 30 frames per second in 
all resolutions, including HDTV 
720p and 1 MP

>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ
>  Pixel counter
>  AXIS Camera Application 

Platform 
>  AXIS Video Hosting System 

(AVHS)
> AXIS M3204: Tamper-resistant
>  AXIS M3204-V: Vandal-

resistant
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HDTV/Megapixel

AXIS P3301/ 
AXIS P3301-V
Discreet video surveillance with 
outstanding H.264 performance.

>  Progressive scan
>  Varifocal lens with DC-iris
>  Multiple, simultaneous, 

individually configurable 
streams in H.264 and Motion 
JPEG

>  Up to 30 frames per second in 
all resolutions ranging up to 
VGA 640x480 pixels

>  Two-way audio support 
including built-in microphone 
and audio detection alarm

>  1 alarm input and 1 output
>  Active tampering alarm
>  AXIS Camera Application 

Platform 
>  AXIS Video Hosting System 

(AVHS)
>  ONVIF
>  Power over Ethernet 

(IEEE 802.3af)
>  Pixel counter
>  AXIS P3301-V: Vandal-

resistant

AXIS P3304/ 
AXIS P3304-V
Discreet video surveillance with 
outstanding HDTV and H.264 
performance.

> Progressive scan
>  Varifocal lens and wide camera 

angle adjustment
>  Multiple, individually configu-

rable streams in H.264 and 
Motion JPEG

>  Up to 30 frames per second in 
all resolutions, including HDTV 
720p and 1 MP

>  Active tampering alarm
>  AXIS Camera Application 

Platform 
>  AXIS Video Hosting System 

(AVHS)
>  ONVIF
>  Power over Ethernet 

(IEEE 802.3af)
>  Digital PTZ
>  Pixel counter
>  AXIS P3304-V: Vandal-

resistant

HDTV/Megapixel
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AXIS P3343/
AXIS P3343-V/-VE
Fixed domes with remote focus 
and zoom.

>  Progressive scan 
>  Varifocal lens with DC-iris
>  Remote focus and zoom
>  Automatic day and night with 

removable IR filter
>  Multiple, simultaneous, 

individually configurable 
streams in H.264 and Motion 
JPEG at up to 30 frames per 
second in all resolutions

>  Resolutions ranging up to 
800x600 pixels

>  Two-way audio support and 
audio detection alarm

>  Built-in microphone
>  1 alarm input and 1 output
>  Active tampering alarm
>  Power over Ethernet 

(IEEE 802.3af)
>  WDR - dynamic contrast
>  SD/SDHC memory card slot
>  AXIS Camera Application 

Platform 
>  AXIS Video Hosting System (AVHS)
>  ONVIF
>  AXIS P3343-V: Vandal-resistant
>  AXIS P3343-VE: Vandal-resistant, 

outdoor-proof IP66- and NEMA 
4X-rated casing

AXIS P3346/
AXIS P3346-V/-VE
HDTV 1080p fixed domes with 
remote focus and zoom.

>  Progressive scan
>  Varifocal lens with P-iris control
>  Remote focus and zoom
> Automatic day and night with 

removable IR filter
> Multi-view streaming
> Multiple, simultaneous, 

individually configurable streams 
in H.264 and Motion JPEG 

> Up to 20 frames per second in 
all resolutions in 3 MP mode; up 
to 30 frames per second in 2 MP 
4:3 (1600x1200) and HDTV 
1080p (1920x1080) mode

>  Two-way audio support and 
audio detection alarm

>  Built-in microphone
>  1 alarm input and 1 output
>  Active tampering alarm
>  Power over Ethernet (IEEE 802.3af)
>  WDR - dynamic contrast
>  SD/SDHC memory card slot
>  AXIS Camera Application Platform 
>  AXIS Video Hosting System (AVHS)
>  ONVIF
>  AXIS P3346-V: Vandal-resistant, 

IK10 impact-resistant
>  AXIS P3346-VE: Vandal-resistant, 

outdoor-proof IP66- and NEMA 4X- 
rated casing, IK10 impact-resistant

AXIS P3344/
AXIS P3344-V/-VE
HDTV fixed domes with remote 
focus and zoom.

>  Progressive scan
>  Varifocal lens with DC-iris
> Remote focus and zoom
> Automatic day and night with 

removable IR filter
> Multiple, simultaneous, 

individually configurable 
streams in H.264 and Motion 
JPEG at up to 30 frames per 
second in all resolutions, 
including HDTV 720p and 1 MP

> Two-way audio support and 
audio detection alarm

> Built-in microphone
> 1 alarm input and 1 output
> Active tampering alarm
> Power over Ethernet 

(IEEE 802.3af)
> WDR - dynamic contrast
> SD/SDHC memory card slot
> AXIS Camera Application 

Platform 
>  AXIS Video Hosting System (AVHS)
>  ONVIF
> AXIS P3344-V: Vandal-resistant
> AXIS P3344-VE: Vandal-resistant, 

outdoor-proof IP66- and NEMA 
4X-rated casing

FIXED DOME NETWORK CAMERAS

HDTV/Megapixel HDTV/Megapixel

AXIS P3367/
AXIS P3367-V/-VE
HDTV 1080p fixed domes with 
remote focus and zoom.

>  Progressive scan
>  Varifocal lens with P-iris control 

for optimal image sharpness
>  Remote focus and zoom
>  Automatic day and night with 

removable IR filter
>  Multi-view streaming
>  Multiple, simultaneous, individu-

ally configurable streams in 
H.264 and Motion JPEG

>  Up to 12 frames per second in all 
resolutions in 5 MP mode and 
capable of all AXIS P3346 
capture modes

>  Two-way audio support and 
audio detection alarm

>  Built-in microphone
>  1 alarm input and 1 output
>  Active tampering alarm
>  Power over Ethernet (IEEE 802.3af)
>  WDR - dynamic contrast
>  SD/SDHC memory card slot
>  AXIS Camera Application Platform
>  AXIS Video Hosting System (AVHS)
>  ONVIF
>  AXIS P3367-V: Vandal-resistant, 

IK10 impact-resistant
>  AXIS P3367-VE: Vandal-resistant, 

outdoor-proof IP66- and NEMA 4X- 
rated casing, IK10 impact-resistant

HDTV/Megapixel



AXIS 214 PTZ

Professional day and night cam-
era with remote pan/tilt/zoom 
and audio.

> 18x optical zoom lens with 
autofocus

>  Automatic day and night with 
removable IR filter

>  Simultaneous MPEG-4 and 
Motion JPEG streams

>  Up to 30/25 (60/50 Hz) frames 
per second in resolutions up to 
4CIF

>  Two-way audio, including audio 
detection alarm

>  One alarm input and one output

AXIS 212 PTZ/
AXIS 212 PTZ-V
Compact PTZ camera offering full 
overview and instant zoom with 
retained image resolution - yet 
with no moving parts.

> Progressive scan
>  Simultaneous MPEG-4 and 

Motion JPEG streams
>  30 frames per second in VGA 

640x480 resolution at 
maximum zoom

>  140° horizontal angle at view
>  Pan and tilt speed 400º/s
>  PTZ with no moving parts – no 

wear and tear
>  Power over Ethernet 

(IEEE 802.3af)
>  Two-way audio support 

including built-in microphone 
and audio detection alarm

>  One alarm input and one output
>  AXIS 212 PTZ-V: Vandal-

resistant casing in metal

PTZ NETWORK CAMERAS
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AXIS 233D

High-speed dome camera with 
progressive scan and 35x zoom.

> Progressive scan
>  35x optical zoom with 

autofocus and 12x digital zoom
>  Automatic day and night with 

removable IR-filter
>  Simultaneous MPEG-4 and 

Motion JPEG streams
>  Up to 30/25 (60/50 Hz) frames 

per second in all resolutions
>  360° endless pan
>  Pan/tilt speed 0.05° - 450°/s
>  Area zoom for quick and simple 

pan/tilt/zoom
>  Two-way audio, including audio 

detection alarm
>  4 alarm inputs and 4 outputs
>  Auto-tracking
>  E-flip that electronically turns 

the image 180° when following 
an object under the dome

>  Electronic image stabilizer
>  WDR - dynamic contrast

AXIS M5013/ 
AXIS M5014
Mini PTZ dome that gives the big 
picture.

> Progressive scan
>  Pan/tilt/zoom in an ultra- 

discreet design for indoor  
monitoring

>  3x digital zoom
>  Simultaneous multiple H.264 

and Motion JPEG streams
>  AXIS M5013: Up to 30 frames 

per second in all resolutions up 
to SVGA 800x600

>  AXIS M5014: Up to 30 frames 
per second in all resolutions, 
including HDTV 720p

>  Built in microphone and audio 
detection

>  AXIS Camera Application 
Platform

>  ONVIF
>  IP51-rated protection against 

dust and dripping water
>  Power over Ethernet 

(IEEE 802.3af)
>  MicroSDHC memory card slot

HDTV

PTZ DOME NETWORK CAMERAS
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AXIS P5534/ 
AXIS P5534-E
HDTV pan/tilt/zoom cameras with 
18x zoom.

>  Progressive scan
> 18x optical zoom with 

autofocus and 12x digital zoom
>  Up to 30/25 (60/50 Hz) frames 

per second in all resolutions, up 
to HDTV 720p (1280x720)

>  AXIS Video Hosting System 
(AVHS)

>  ONVIF
>  AXIS P5534: Two-way audio, 

including audio detection 
alarm*, four configurable alarm 
inputs or outputs;* IP51-rated 
protection against dust and 
dripping water

>  AXIS P5534-E: Outdoor-ready, 
IP66- and NEMA 4X-rated, 
operates in temperatures down 
to -20 °C (-4 °F)

>  All other features same as  
AXIS P5532/P5532-E

HDTV

AXIS P5532/ 
AXIS P5532-E
Cost-effective PTZ cameras with 
29x zoom.

> Progressive scan
>  29x optical zoom and 12x 

digital zoom with autofocus
>  Automatic day and night with 

removable IR filter
>  Simultaneous multiple H.264 

and Motion JPEG streams
>  Up to 30/25 (60/50 Hz) frames 

per second in all resolutions, 
including D1 720x480/576

>  360° pan with Auto-flip
> Advanced Gatekeeper
>  Power over Ethernet Plus 

(IEEE 802.3at)
>  E-flip
>  Electronic image stabilizer
>  WDR - dynamic contrast
>  SD/SDHC memory card slot
> AXIS Camera Application 

Platform
>  AXIS Video Hosting System
>  AXIS P5532: Two-way audio, 

including audio detection 
alarm*, four configurable alarm 
inputs or outputs;* IP51-rated

>  AXIS P5532-E: Outdoor-ready, 
IP66- and NEMA 4X-rated, 
operates in temperatures down 
to -20 °C (-4 °F); ONVIF

PTZ DOME NETWORK CAMERAS

*Using a multi-connector cable

AXIS P5512/ 
AXIS P5512-E
Compact, affordable day/night PTZ 
domes with 12x zoom.

> 12x optical zoom with 
autofocus and 4x digital zoom

>  Automatic day and night with 
removable IR filter 

>  Simultaneous multiple H.264 
and Motion JPEG streams

>  Up to 30/25 (60/50 Hz) frames 
per second in all resolutions up 
to 704x480/576

>  360° pan with Auto-flip
>  E-flip
>  Power over Ethernet 

(IEEE 802.3af)
>  SD/SDHC memory card slot
>  AXIS Camera Application 

Platform
>  AXIS Video Hosting System
>  ONVIF
>  AXIS P5512: Two-way audio, 

including audio detection 
alarm*, four configurable alarm 
inputs or outputs;* IP51-rated

>  AXIS P5512-E: Outdoor-ready, 
IP66- and NEMA 4X-rated, 
operates in temperatures down 
to -20 °C (-4 °F)

AXIS P5522/ 
AXIS P5522-E
Affordable day/night PTZ domes with 
18x zoom for broad application.

> Progressive scan
>  18x optical zoom with 

autofocus and 12x digital zoom 
>  Automatic day and night with 

removable IR filter
>  Simultaneous multiple H.264 

and Motion JPEG streams
>  Up to 30/25 (60/50 Hz) frames 

per second in all resolutions, 
including D1 720x480/576

>  360° pan with Auto-flip
>  Advanced Gatekeeper
>  Power over Ethernet Plus 

(IEEE 802.3at)
>  E-flip
>  WDR - dynamic contrast
>  SD/SDHC memory card slot
> AXIS Camera Application 

Platform
>  AXIS Video Hosting System
>  ONVIF
>  AXIS P5522: Two-way 

audio,including audio detection 
alarm*, four configurable alarm 
inputs or outputs;* IP51-rated 

>  AXIS P5522-E: Outdoor-ready, 
IP66- and NEMA 4X-rated, 
operates in temperatures down 
to -20 °C (-4 °F)



Axis outdoor-
ready cameras 
have an IP66 
rating and are 
ready for the out-
doors at delivery. 
No external housing is 
required. For a full list of 
outdoor-ready cameras see: 
www.axis.com/outdoor

AXIS Q6032/ 
AXIS Q6032-E
Advanced, outdoor-ready PTZ dome 
for demanding surveillance.

> Progressive scan
>  35x optical zoom with 

autofocus and 12x digital zoom
>  Automatic day and night with 

removable IR filter
>  Simultaneous H.264 and Motion 

JPEG streams
>  Up to 30/25 (60/50 Hz) frames 

per second in all resolutions
>  360° endless pan
>  Pan/tilt speed 0.05° – 450°/s
>  Auto-tracking and E-flip
>  Guard Tour
>  SD/SDHC memory card slot
>  Electronic image stabilizer
>  Wide Dynamic Range
>  AXIS Q6032: Extended D1 

resolution (752x480/736x576), 
IP52-rated, 2-way audio, audio 
detection alarm*, 4 configurable 
alarm inputs/outputs;* Active 
Gatekeeper; AXIS Camera 
Application Platform, AXIS 
Video Hosting System, ONVIF, 
PoE Plus (IEEE 802.3at)

>  AXIS Q6032-E: Outdoor-ready, 
IP66- and NEMA 4X-rated; 
Arctic Temperature Control for 
temperatures down to -40°C/F, 
High Power over Ethernet

PTZ dome network cameras / NETWORK CAMERAS 15

AXIS Q6034/ 
AXIS Q6034-E
HDTV surveillance with high-
speed, 18x-zoom dome.

> 18x optical zoom with  
autofocus and 12x digital zoom

>  Up to 30/25 (60/50 Hz) frames 
per second in all resolutions, 
including HDTV 720p 1280x720

> AXIS Video Hosting System 
(AVHS)

> ONVIF
>  AXIS Q6034: Advanced 

Gatekeeper enabling automatic 
PTZ

>  AXIS Q6034-E: AXIS Camera 
Application Platform, Active 
Gatekeeper enabling automatic 
PTZ and object tracking

>  All other features same as 
 AXIS Q6032/-E

HDTV

*Using a multi-connector cable

AXIS Q6035/ 
AXIS Q6035-E
HDTV 1080p PTZ domes with 20x 
zoom for ultimate video quality.

>  20x optical zoom with 
autofocus and 12x digital zoom

>  Up to 30/25 (60/50 Hz) frames 
per second in all resolutions, 
including in HDTV 1080p and 
up to 60/50 (60/50 Hz) in HDTV 
720p

> Tour recording
>  Active Gatekeeper
> AXIS Camera Application 

Platform
> AXIS Video Hosting System 

(AVHS)
> ONVIF
>  All other features same as 
 AXIS Q6034/-E

HDTV/Megapixel
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AXIS Q1910/ 
AXIS Q1910-E
Reliable detection in dark and 
challenging indoor conditions.

> Uncooled Micro bolometer 
sensor and 13 mm/F1.25 lens

>  Thermal imaging sensitivity 
NetD <100 mK

>  Multiple, individually 
configurable H.264 and 
MPEG-4 video streams with 
palette setting

>  Up to 8.3 frames per second in 
all resolutions up to 160x128 
pixels

>  Two-way audio including 
built-in microphone and audio 
detection alarm

>  2 configurable alarm inputs or 
outputs

>  Active tampering alarm
>  AXIS Camera Application 

Platform 
>  ONVIF
>  Power over Ethernet 

(IEEE 802.3af)
>  SD/SDHC memory card slot
> AXIS Q1910-E: Outdoor-ready 

with IP66-rated casing and 
window heater

THERMAL NETWORK CAMERAS

AXIS Q1921/ 
AXIS Q1921-E
High quality detection and wide 
range coverage.

> Uncooled Micro bolometer 
sensor

>  Thermal imaging sensitivity 
NetD <100 mK

>  Exchangeable lenses (10, 19 mm)
>  Multiple, individually 

configurable H.264 and 
MPEG-4 video streams with 
palette setting

>  Up to 8.3/30* frames per 
second in all resolutions up to 
384x288 pixels

>  Power over Ethernet 
(IEEE 802.3af)

>  Two-way audio including 
built-in microphone and audio 
detection alarm

>  2 configurable alarm inputs or 
outputs

>  Active tampering alarm
>  AXIS Camera Application Platform 
>  ONVIF
>  SD/SDHC memory card slot
> AXIS Q1921-E: Outdoor-ready 

with IP66-rated casing and 
window heater; exchangeable 
lenses (10, 19, 35, and 60 mm)

*Up to 30 fps within EU, Norway, Switzerland, Canada, USA, Japan, Australia, New Zealand. Up to 8.3 fps in other countries. Frame rate above 9 fps 
may be subject to export control regulations.
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Common features
> Analog video sources converted to high-quality digital video
> Deinterlace filter corrects motion blur caused by the analog  

video signal
> Support for ONVIF
> Standard video compression formats including H.264, MPEG-4 and 

Motion JPEG
> Direct connection to IP networks
> Independent system with embedded web server - no need for 

additional hardware or software to capture and transfer images
> Powerful event and alarm management capabilities, including alarm 

input/output through external devices
> Remote configuration and status with Axis management tools or 

standard web browser
> Comprehensive set of security and technology features such as 

multi-level passwords, IP address filtering, HTTPS encryption, 
> Powerful API (VAPIX®) for software integration
> IPv6 and Quality of Service (QoS)

Benefits
> Remote access to live and recorded video anywhere at any time, from 

any authorized computer
> Digital quality images for perfect viewing
> Scalable and future-proof
> Lower total cost of ownership by leveraging existing network 

infrastructure and legacy equipment
> Convenient digital video storage
> Increased functionalities compared with CCTV system
> Remote and secure accessibility for efficient, centralized manage-

ment and reduced maintenance costs 
> Ease of integration: easy addition of functionality, system 

expansion and integration with other systems, such as access 
control or point of sales 

> Backed by the industry’s largest base of video management 
software with Axis Application Development Partners

Axis video encoders digitize the video signals from your analog CCTV system and distribute 
them directly over an IP-based network, turning analog cameras into network cameras. Users 
can view live images from a video management software application or a web browser any-
where, at any time. Connect an Axis video decoder to your system to display live video on 
digital or analog public view monitors.

Helping you migrate your analog security system to 
an IP-based video solution

AXIS Q7406Video Encoder Blade

AXIS Q7406Video Encoder Blade

0 -

0 -

AXIS Q7900 Rack
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AXIS 247S

A compact, one-channel video 
encoder solution, ideal for instal-
lation close to the analog camera.

> Simultaneous MPEG-4 and 
Motion JPEG streams

> Full 30/25 (NTSC/PAL) frames 
per second at 4CIF resolution

> Integrated one-way audio 
support

> 1 alarm input and 1 output
> Built-in video motion detection
> Audio detection
> 9 MB pre/post alarm memory 

per channel
> Power over Ethernet 

(IEEE 802.3af) with power out 
for camera

AXIS 243SA

One-channel, standalone video 
encoder with audio support pro-
viding full-featured digital ben-
efits to analog video surveillance 
systems.

> Simultaneous Motion JPEG and 
MPEG-4 streams

> Full 30/25 (NTSC/PAL) frames 
per second in all resolutions

> Resolutions up to 704x480 
(NTSC) and 704x576 (PAL)

> Support for third-party PTZ and 
dome cameras using uploadable 
PTZ drivers

> Integrated two-way audio 
support

> 4 alarm inputs and 4 outputs
> Built-in video motion detection
> Audio detection
> Active tampering alarm
> 9 MB pre/post alarm memory 

per channel
> AXIS Video Hosting System 

(AVHS)* 

AXIS M7001 

The smallest, one-channel video 
encoder with H.264 providing 
an easy and cost-effective solu-
tion for small and large analog 
video installations.

> Simultaneous H.264 and 
Motion JPEG  streams

> Full 30/25 (NTSC/PAL) frames 
per second in all resolutions

> Resolutions up to D1 (720x480 
in NTSC, 720x576 in PAL)

> Image setting adjustment
> Support for third-party PTZ 

and PTZ dome cameras using 
uploadable PTZ drivers

> Built-in video motion 
detection

> 20 MB pre/post alarm memory 
per channel

> Power over Ethernet  
(IEEE 802.3af) with power out 
to the small covert camera 
included in the AXIS M7001 
Covert Surveillance Kit

> AXIS Video Hosting System 
(AVHS)*

> ONVIF

1-CHANNEL VIDEO ENCODERS

AXIS 241S

One-channel, standalone video 
encoder providing digital benefits 
to analog video surveillance systems.

> Simultaneous Motion JPEG and 
MPEG-4 streams

> Up to 30/25 (NTSC/PAL) frames 
per second up to 4CIF  
resolution

> Resolutions up to 704x480 
(NTSC) and 704x576 (PAL)

> Support for third-party PTZ and 
dome cameras using uploadable 
PTZ drivers

> 4 alarm inputs and 4 outputs
> Built-in video motion detection
> Active tampering alarm
> 9 MB pre/post alarm memory 

per channel
> Available as a blade version
> AXIS Video Hosting System 

(AVHS)*

*Special firmware needed. Available for partners on the Axis Partner Pages.
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AXIS 243Q Blade

Four-channel video encoder 
blade providing full frame rate in 
full 4CIF resolution.

> Simultaneous Motion JPEG  
and MPEG-4 streams per 
channel

> Full 30/25 (NTSC/PAL) frames 
per second per channel in all 
resolutions

> Resolutions up to 704x480 
(NTSC) and 704x576 (PAL)

> Support for third-party PTZ  
and dome cameras, using 
uploadable PTZ drivers

> 4 alarm inputs and 4 outputs
> Built-in video motion detection
> Active tampering alarm
> 9 MB pre-/post-alarm buffer 

per channel 

AXIS 241Q/AXIS 241QA

Four-channel, standalone video 
encoders providing digital ben-
efits to analog video surveillance 
systems.

> Simultaneous Motion JPEG and 
MPEG-4 streams per channel

> Up to 30/25 (NTSC/PAL) frames 
per second per channel

> Resolutions up to 704x480 
(NTSC) and 704x576 (PAL)

> Support for third-party PTZ and 
dome cameras, using 
uploadable PTZ drivers 

> 4 alarm inputs and 4 outputs
> Built-in video motion detection
> Active tampering alarm
> 9 MB pre/post alarm memory 

per channel
> AXIS 241Q: Available as a 

blade version
> AXIS 241QA: Integrated 

two-way audio support

4-CHANNEL1-CHANNEL                     

AXIS Q7401

One-channel, standalone video 
encoder for full-featured video 
surveillance with outstanding 
H.264 performance.

> Multiple, simultaneous, 
individually configurable 
streams in H.264 and Motion 
JPEG at full 30/25 (NTSC/PAL) 
frames per second in all 
resolutions

> Resolutions up to D1 (720x480 
in NTSC, 720x576 in PAL)

> Image setting adjustment
> Support for third-party PTZ and 

PTZ dome cameras using 
uploadable PTZ drivers

> Integrated 2-way audio support
> 4 configurable inputs/outputs
> Built-in video motion detection
> Audio detection
> Active tampering alarm
> 64 MB pre/post alarm memory
> SD/SDHC memory card slot
> Power over Ethernet  

(IEEE 802.3af) with power  
out for camera

> AXIS Camera Application 
Platform

> AXIS Video Hosting System 
(AVHS)*

> ONVIF

AXIS M7014

Four-channel cost-effective video 
encoder with H.264.

> One H.264 and one Motion 
JPEG stream per channel at  
15 fps per channel in all 
resolutions up to D1 (720x480 
NTSC or 720x576 PAL)

>  High resolution quad view
>  Image setting adjustment
>  Built-in video motion detection
>  Active tampering alarm
>  Support for one third-party PTZ 

driver
>  MicroSDHC memory card slot
>  Power over Ethernet
 (IEEE 802.3af)
> ONVIF

*Special firmware needed. Available for partners on the Axis Partner Pages.
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AXIS Q7404

Four-channel video encoder for 
full-featured video surveillance 
with outstanding H.264 perfor-
mance.

> Multiple, simultaneous, 
individually configurable 
streams per channel in H.264 
and Motion JPEG at full 30/25 
(NTSC/PAL) frames per second 
in all resolutions

> Resolutions up to D1 (720x480 
in NTSC, 720x576 in PAL)

> Image setting adjustment
> Support for third-party PTZ and 

dome cameras, using 
uploadable PTZ drivers

> 2 configurable inputs/outputs 
per channel

> Built-in video motion detection
> Active tampering alarm 
> Audio detection
> Two-way audio support on one 

channel
> 64 MB pre/post alarm memory 

per channel

AXIS P7214/ 
AXIS P7224 Blade
Full-featured, cost-effective 
four-channel video encoder with 
H.264.

> One H.264 and one Motion 
JPEG stream per channel at full 
frame rate in all resolutions up 
to D1 (720x480 NTSC or 
720x576 PAL)

>  High resolution quad view
>  Image setting adjustment
>  Built-in video motion detection
>  Audio detection
>  Active tampering alarm
>  Two-way audio, full duplex
>  Support for one third-party PTZ 

driver
>  AXIS P7214: 4-channels; one 

microSDHC memory card slot, 
Power over Ethernet 
(IEEE 802.3af)

>  AXIS P7224: 4-channels (blade 
version)

> ONVIF

4-CHANNEL

AXIS Q7414 Blade

Four channel video encoder blade 
for high-density video surveillance 
with H.264 and full audio support.

> Multiple, simultaneous, 
individually configurable 
streams per channel in H.264 
and Motion JPEG at full 30/25 
(NTSC/PAL) frames per second 
in all resolutions

>  Resolutions up to D1 (720x480 
in NTSC, 720x576 in PAL)

>  Image setting adjustment
>  Support for third-party PTZ 

driver
>  2 configurable inputs/outputs 

per channel
>  Video motion detection
>  Audio detection
>  Active tampering alarm
>  Two-way audio support
>  Pre and post alarm memory 

video buffering
> AXIS Camera Application 

Platform
> AXIS Video Hosting System 

(AVHS)
> ONVIF

AXIS Q7406 Blade

Six-channel video encoder blade 
for full-featured video surveil-
lance with outstanding H.264 
performance.

> Multiple, simultaneous, 
individually configurable 
streams per channel in H.264 
and Motion JPEG at full 30/25 
(NTSC/PAL) frames per second 
in all resolutions

> Resolutions up to D1 (720x480 
in NTSC, 720x576 in PAL)

> Image setting adjustment
> Support for third-party PTZ and 

dome cameras, using 
uploadable PTZ drivers

> 2 configurable inputs/outputs 
per channel

> Built-in video motion detection
> Active tampering alarm
> 64 MB pre/post alarm memory 

per channel
> AXIS Camera Application 

Platform
> ONVIF

6-CHANNEL
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VIDEO
DECODERS

AXIS P7210

Full-featured, cost-effective 
16-channel video encoder with 
H.264.

> One H.264 and one Motion 
JPEG stream per channel at full 
frame rate in all resolutions up 
to D1 (720x480 NTSC or 
720x576 PAL)

>  High resolution quad view
>  Image setting adjustment
>  Built-in video motion detection
>  Audio detection
>  Active tampering alarm
>  Two-way audio, full duplex
>  Support for 4 third-party PTZ 

drivers (one in each group
>  4 microSDHC memory card 

slots
>  Power over Ethernet 

(IEEE 802.3af)
> ONVIF

16-CHANNEL

AXIS P7701

Full-featured video decoder with 
outstanding H.264 performance.

> Allows digital or analog 
monitors to be connected to an 
Axis IP-based video system

> For use with all Axis H.264, 
MPEG-4 and Motion JPEG 
products

> Full frame rate in H.264 and 
MPEG-4 in resolutions up to D1 
(720x480 in NSTC, 720x576 in 
PAL)

> Motion JPEG video stream 
decoded in all resolutions up to 
720p (1280x720)

> One way audio decoding
> Support for legacy equipment
> Automatic display of alarm-

triggered video
> Power over Ethernet 

(IEEE 802.3af)

AXIS M7010

16-channel cost-effective video 
encoder with H.264.

> One H.264 and one Motion 
JPEG stream per channel at 15 
fps per channel in all 
resolutions up to D1 (720x480 
NTSC or 720x576 PAL)

>  High resolution quad view
>  Image setting adjustment
>  Built-in video motion detection
>  Active tampering alarm
>  Support for 4 third-party PTZ 

drivers (one in each group)
>  4 microSDHC memory card 

slots
>  Power over Ethernet 

(IEEE 802.3af)
> ONVIF
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Designed for improved serviceabili-
ty and quick replacement of units, 
AXIS 291 1U Video Server Rack, 
AXIS Video Server Rack and  
AXIS Q7900 Rack hold up to 3, 12 or 
14 video encoder blades respective-
ly. They are interchangeable and 
hot-swappable so there is no need 
to power down when installing or 
changing blades. The racks come 
with integrated power supply for 
easy installation and expansion. 
Axis video encoder racks combine 
high reliability and functionality 
with flexible and professional  
installation, and provide higher 
density of video channels compared 
with standalone solutions. Axis  
video encoder racks are specially 
designed for applications involving 
a large number of cameras, both  
existing and new. They are also  
designed for applications that cover 
large physical surveillance areas 
such as prisons, airports, large 
buildings, university campuses, sub-
ways and railway stations.

RACKS FOR ENTERPRISE INSTALLATIONS

AXIS Q7900 Rack

AXIS Q7900 Rack enables large 
surveillance installations to 
quickly install as many as 14 video 
encoder blades in the same rack. 
It is designed to migrate from 1 
to 84 analog cameras into high 
performance, IP-based, digital 
solutions.

> 4-unit high rack solution
> 14 slots for Axis video encoder 

blades; “hot swap” support
> Two integrated, replaceable, 

redundant power supplies
> Replaceable fan cassettes
> Four Gigabit Ethernet ports 

– optionally use only 1 port or 
all 4 ports

> Serial communication and I/O 
connectors at the rear of each 
slot, and common power supply

> Any combination of AXIS 241Q/S, 
AXIS 243Q, AXIS P7224,  
AXIS Q7406 and AXIS Q7414

AXIS Video Server Rack

AXIS Video Server Rack enables 
large surveillance installations to 
quickly install as many as 12 video 
encoder blades in the same rack. 
It is designed to migrate from 1 
to 48 analog cameras into high 
performance, IP-based, digital 
solutions.

> 3-unit high rack solution
> 12 slots for Axis video encoder 

blades; “hot swap” support
> Network, serial communication 

and I/O connectors at the rear 
of each slot, and common 
power supply

> Any combination of AXIS 241Q/S 

AXIS 291 1U
Video Server Rack
AXIS 291 1U Video Server Rack is 
a high-density solution for quick 
and professional installation of up 
to 3 video encoders in the same 
rack. It is designed to migrate 
from 1 to 18 analog cameras into 
high performance, IP-based, digi-
tal solutions. 

> 1-unit high rack solution
> 3 slots for Axis video encoder 

blades; “hot swap” support
> Serial communication and I/O 

connectors at the rear of each 
slot, and a single network 
connection together with 
integrated power for simple 
installation

> Any combination of 
AXIS 241Q/S, AXIS 243Q,  
AXIS P7224, AXIS Q7406 and 
AXIS Q7414
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Axis provides video management software and hardware that complements the company‘s 
network cameras and video encoders. Additionally, Axis Application Development Partners 
(ADP) offer a wide range of complete video solutions.

Remote viewing, recording and event management
VIDEO MANAGEMENT

Specialized solutions for any system size 
Axis Application Development Partners (ADP), which comprise more than 
800+ companies, offer a wide range of complete software  solutions that 
meet varying specifications and requirements for different application 
areas—from entry-level software to comprehensive applications covering 
most industry segments. More information about Axis Application  
Development Partners is available at www.axis.com/partner/adp_program/

APPLICATION DEVELOPMENT PARTNERS

AXIS Video Hosting System (AVHS) enables a hosted monitoring and 
recording service to be managed and distributed to you by a service 
provider. With an Internet connection and an Axis camera as the only 
requirements, you can enjoy a trouble-free monitoring solution over the 
Internet. For more information visit www.axis.com/hosting/

AXIS VIDEO HOSTING SYSTEM

VIDEO SERVICE 
PROVIDER
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User interface 

AXIS Camera Station runs as a Windows service 
on a dedicated PC. Viewing and control are pos-
sible using the AXIS Camera Station’s Windows cli-
ent running on the local computer or connect from 
anywhere on the Internet or corporate network.

1) Easy navigation using different workspaces
2) Select customized split view
3) Quick access to Audio and PTZ Control
4) Alarm log
5) Live view
6) Red marker indicates alarm recording

AXIS Camera Station One 

FREE OF CHARGE!

AXIS Camera Station One is a 
free one-camera version of 
AXIS Camera Station, designed 
for single camera viewing and 
recording. The software is avail-
able from the Axis website and 
is upgradable to a 4-or 10-base 
license of AXIS Camera Station.

VIDEO MANAGEMENT SOFTWARE
AXIS Camera Station 

AXIS Camera Station is a complete monitor-
ing and recording system for up to 100 cameras. 
Designed for Axis network video products, this 
software offers easy installation and setup with 
automatic camera discovery, multi-configuration of 
devices and a powerful Event Configuration Wizard. 

> Viewing and recording of high quality video and 
audio from up to 100 cameras

> Support for H.264, MPEG-4 and Motion JPEG video 
compression

> Scheduled and event-driven recording
> Powerful recording search and export functionality
> Locking of prioritized recordings 
> Synchronized playback from up to 25 video sources 

simultaneously 
> Easy installation
> Intuitive handling
> Site maps

> Control of PTZ and dome cameras using mouse or 
joystick

> Remote viewing and control
> Multilingual support for English, French, German, 

Italian, Spanish, Russian, Korean, Japanese, Chinese,  
Swedish, Danish, Polish, Turkish, Arabic and Persian.

6

5

3

2

1

4
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Typical environments for this type of installation are schools or retail stores.

AXIS Camera Station 
and storage

Axis network cameras

Axis network cameras

INTERNET
IP NETWORK

AXIS Camera 
Station Client

AXIS Camera 
Station Client

Typical environments for this type of installation are small offices or retail shops.

Analog camera

AXIS Camera Station 
and storage

Axis network 
cameras

Axis video encoder

Optional - existing CCTV system

Optional local or 
remote access with 
AXIS Camera Station 
Client for viewing, 
playback and 
administration.

Client

Client

Scenario 1: Basic installation with remote access on the local network
AXIS Camera Station and Axis network cameras are located on the same local network. Viewing, playback and 
administration are done directly in AXIS Camera Station. Existing analog cameras connected to an Axis video 
encoder achieve the same functionality.

Scenario 2: Installation with local networks spread over a geographical 
area, including both local and remote cameras. 
One common surveillance system is used at different locations spread over a geographical area. The system can  
be remotely accessed from anywhere on the Internet by a supervisor or a contracted security company using the 
AXIS Camera Station Client.
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INSTALLATION AND MANAGEMENT TOOLS

AXIS Mobile Monitor enables quick 
and easy access to live video from 
Axis network video products, direct-
ly on smartphones or Pocket PCs. 
The software makes mobile surveil-
lance convenient on handheld 
devices running Windows Mobile. It 
also provides pan/tilt/zoom opera-
tion and manual control of I/O ports.

With automatic discovery of Axis 
network cameras, AXIS Mobile 
Monitor facilitates the installation  
and configuration process. In addi-
tion, it can help the installer adjust 
focus when needed.

> Live video on handheld devices
> Easy installation
> Flexible configuration
> PTZ and I/O control
> Intuitive user interface
> Easy-to-read focus indicator

AXIS Mobile Monitor

AXIS Camera Management is a 
powerful and efficient installation 
and management tool for Axis net-
work video products. The tool uses 
standard Internet protocols and 
runs on a standard Windows PC.

> Locates and shows status  
of Axis video devices on  
the network

> Assigns IP addresses, manually 
or automatically from a 
specified range

> Configures single or multiple 
units

> Manages user access rights
> Firmware upgrades of multiple 

units, in sequence or in parallel

AXIS Camera Management

AXIS T8412 Installation display

Handheld device for fast and easy 
camera setup.
AXIS T8412 Installation Display is a 
battery-powered handheld device 
that displays live video from a cam-
era and makes setting a camera’s 
viewing angle and focus at the 
installation site easier than with the 
use of a laptop or remote computer.

> Touchscreen monitor (320x240 
color LCD)

> Zoom function
> Snapshot function
> Storage of snapshots on SD 

card or USB memory
> Supports Axis network video 

products and analog cameras
> Provides Power over Ethernet to 

Axis network cameras
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Axis provides a wide range of complementary video and network accessories and devices for 
your network cameras and video encoders. Accessories from Axis ensure straightforward 
installation and superior performance. See all available accessories at www.axis.com/accessories.

A full range of accessories for enhanced operability 
and optimized image quality.

HARDWARE ACCESSORIES

AXIS T92A Housing 
Series
Protective housing for Axis net-
work cameras.

> Side opening system for fast 
and easy installation

> IP66-rated protection
> Indoor and outdoor installations
> Sunshield for thermal insulation
> Operating conditions down to 

20 °C (-4 °F) and up to +50 °C 
(122 °F)

> Die-cast aluminum
> Compatible with: AXIS 211W, 

AXIS 221, AXIS P13 Series,  
AXIS Q1755

AXIS T92E Housing 
Series
Protective housing for Axis fixed 
network cameras.

> Side opening system for fast 
and easy installation

> Dual shell
> IP66-, NEMA 4X- and IK10-

rated protection
> Arctic Temperature Control
> Indoor and outdoor installations
> Sunshield for thermal insulation
> Operating conditions -30 °C to 

+50°C (-22°F to 122°F) with PoE 
and down to -40 °C (-40 °F) 
with High PoE 

> Aluminum casing
> Compatible with: AXIS P13 

Series, AXIS Q1755

AXIS T95A Series Dome 
Housing
Protective housing for Axis dome 
network cameras.

> Top opening system for easy 
access and efficient installation

> Pre-mounted heaters, blower 
and power supplies

> Dome cover with superior 
optical clarity

> IP66-rated protection
> Indoor and outdoor installations
> Enhanced heating system
> Operating conditions down to 

-30 °C (-22 °F)
> Die-cast aluminum
> Compatible with: AXIS 214 PTZ, 

AXIS 233D

AXIS T93E05 Protective 
Housing
Unobtrusive housing with com-
pact and slim design.

> One cable installation for fast 
and easy installation

>   Compact design
>   IP66-rated protection
>   Indoor and outdoor 

installations
>   Sunshield for thermal 

insulation
>   Operating conditions -20 °C to 

+50°C (-4°F to 122°F)
>   Acrylate casing
>   Compatible with: AXIS M11 

Series
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HARDWARE ACCESSORIES

Lenses

Axis’ selection of optional lenses  
includes Varifocal Megapixel Lens 
5-50 mm, Varifocal Lens 10-40 mm 
D/N, Varifocal Megapixel Lens 2.4- 
6 mm, Theia Fixedfocal Megapixel 
Lens 1.7 mm and various M12 mega-
pixel lenses.

Power over Ethernet

Axis products, including PTZ cam-
eras and PTZ domes, can commu-
nicate data and receive power over 
a single Ethernet cable with the use 
of Power over Ethernet (PoE) and 
High PoE products.

AXIS T90A Illuminators

White light and infrared illuminators 
for indoor/outdoor surveillance in 
low light or complete darkness. The 
various models offer flexibility to 
match the illumination angle to the 
Axis network camera field of view.

AXIS T90C Fixed Dome 
IR-LED
This infrared, vandal-resistant illu-
minator allows outdoor models of 
AXIS P33 Network Cameras to de-
liver high quality images even in 
complete darkness. The illuminator 
requires no maintenance, has low 
power consumption and an IP66- 
and NEMA 4X-rated casing.

Mounting accessories

Mounts for installing Axis network 
cameras in various locations and po-
sitions, including drop-ceiling mounts 
and pendant kits for poles, parapets 
and ceilings.

Casings and covers
 
Interchangeable casings and covers 
for Axis network cameras. Colored 
casings with clear transparent or 
smoked transparent bubbles. Vandal-
resistant models also available.

Power accessories

A wide selection of mains adapters 
and extension cables for Axis network 
video products.

AXIS T97A10 Enclosure
 
Protective IP66-rated enclosure for 
wall-mount installation outdoors. The 
enclosure is suitable for AXIS Q7401 
Video Encoder, AXIS P8221 Network 
I/O Audio Module and AXIS P7701 
Video Decoder.
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HARDWARE ACCESSORIES

YP3040 Pan-Tilt Motor

YP3040 Pan-Tilt Motor is an IP66-
rated compact pan/tilt motor for use 
with AXIS Q1755 Network Camera 
and AXIS Q19 Thermal Network 
Camera Series.

AXIS T8310 Video Surv- 
eillance Control Board
Control all Axis PTZ and PTZ dome 
network cameras with the modular 
system of 3 separate joystick, key-
pad and jog dial units with many 
application defined hotkeys. Easy 
to install using USB interface and 
supports AXIS Camera Station.

AXIS P8221 Network 
I/O Audio Module
Provides additional I/O and audio to 
enhance network video surveillance 
systems. Features 8 configurable 
digital I/O ports, two-way audio and 
built-in pre-amplifier and phantom 
power for balanced microphones.

AXIS Q8108-R Network 
Video Recorder
Specially designed to withstand the 
tough onboard environments of 
public and commercial transporta-
tion applications. Provides uninter-
rupted in-vehicle recording in full 
frame rate HDTV resolution for up 
to 8 connected cameras.
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Axis offers economical purchases comprising product bundles which include several network 
cameras with video management software. These solutions let you get started quickly with 
your video application. For a full list of available bundles, please visit www.axis.com or contact 
your local Axis office.

Complete solutions and special offers
BUNDLES AND KITS

AXIS M10 
Surveillance Kits

AXIS M10 Surveillance Kit consists 
of four AXIS M10 Network Cameras 
and one AXIS Camera Station soft-
ware with a 4-base license. Kits 
with AXIS M1011, AXIS M1031-W 
or AXIS M1054 Network Cameras 
are available.

+

AXIS M32 
Surveillance Kits

AXIS M32 Surveillance Kit consists 
of four AXIS M32 Network Cameras 
and one AXIS Camera Station soft-
ware  with a 4-base license. Kits 
with AXIS M3203 or AXIS M3204 
Network Cameras are available.

+

AXIS M11 
Surveillance Kits

AXIS M11 Surveillance Kit consists 
of four AXIS M11 Network Cameras 
and one AXIS Camera Station soft-
ware  with a 4-base license. Kits 
with AXIS M1103 or AXIS M1104 
Network Cameras are available.

+
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TECHNICAL CORNER
VIDEO STREAMING
Many Axis network video products offer users the 
option of more than one video compression format. 
The video compression standards include Motion JPEG, 
MPEG-4 Part 2 and H.264 (also known as MPEG-4 Part 
10/AVC). H.264 is the latest compression standard that 
offers the most efficient format for compressing video, 
enabling great savings in bandwidth and storage with-
out compromising image quality.

The Axis Media Control (AMC) includes both an MPEG-4 
and an H.264 decoder, which makes viewing video 
streams and integration into applications easy.

Furthermore, Axis’ multicasting support enables an un-
limited number of viewers without sacrificing network 
system performance.

POWER OVER ETHERNET (PoE)
With a network video solution, you have the option of 
using the same Ethernet cable for video, audio and  pow-
er. This makes it easier to install products since an elec-
trician is not required and the network video product is 
able to operate even when there is a power failure if the 
PoE source is connected to a UPS.

PoE technology is regulated in standards called IEEE 
802.3af/802.3at and is designed in a way that does not 
degrade the network performance or decrease the net-
work reach. 

The standard IEEE 802.3at provides up to 25.5 W of 
power, especially useful for powering units that requires 
more power, such as PTZ and PTZ Dome cameras.

The power delivered over the network is automatically 
activated when a compatible product is identified, and 
blocked to legacy devices that are not compatible. This 
feature allows users to freely and safely mix legacy and 
PoE-compatible devices on their network.
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QUALITY OF SERVICE (QoS)
As different networks, such as telephone, data and 
video (CCTV) all continue to merge into a single IP  
network, it becomes more and more important to  
control the sharing of network resources, to fulfill the 
requirements of each service.

One solution is to have network equipment treat  
different types of services (voice, data, video) differ-
ently as the traffic passes through the network. 

By using Quality of Service (QoS), network applications 
can co-exist on the same network, without consuming 
each other’s bandwidth. QoS makes it possible to  
prioritize traffic, thus creating a more reliable network.

H.264
H.264, also known as MPEG-4 Part 10/AVC for  
Advanced Video Coding, is the latest MPEG standard for 
video encoding. H.264 takes video compression tech-
nology to a new level. An H.264 encoder can, without 
compromising image quality, reduce the size of a digital 
video file by more than 80% compared with the Motion 
JPEG format and as much as 50% more than with the 
MPEG-4 Part 2 standard. This means that much less 
network bandwidth and storage space are required for 
a video file. Or seen another way, much higher video 
quality can be achieved for a given bit rate.

As the H.264 format is now available in network  
cameras, video encoders and video management soft-
ware, system designers and integrators need to make 
sure that the products and vendors they choose support 
this standard. Network video products that support both 
H.264 and Motion JPEG are ideal for maximum flexibility 
and integration possibilities.

Motion JPEG MPEG-4 H.264H 264
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P-IRIS
P-Iris is an automatic and precise iris control. It in-
volves a P-Iris lens and specialized software that opti-
mize image quality. The system is designed to address 
the shortcomings of an auto-iris lens by providing 
drastic improvements in contrast, clarity, resolution 
and depth of field. 

In bright situations, P-Iris limits the closing of the iris 
to avoid blurring (diffraction) caused when the iris 
opening becomes too small. This can typically happen 
in cameras that use DC-iris lenses in combination with 
megapixel sensors that have small pixels. Being able to 
avoid diffraction and at the same time benefit from an 
automatically controlled iris is highly valued in outdoor 
video surveillance applications. 

A P-Iris lens allows the position of the iris opening to 
be precisely controlled. In Axis network cameras with 
P-Iris, the iris position is automatically set to use the 
central and best performing part of the lens under 
most lighting conditions. 
 
P-Iris is especially beneficial for megapixel/HDTV 
cameras and demanding video surveillance applications.

AXIS CAMERA APPLICATION PLATFORM
AXIS Camera Application Platform is an open applica-
tion platform. It enables the integration of third-party 
applications, which can be downloaded and installed on 
Axis network cameras and video encoders. The platform 
makes it possible for integrators, resellers and end users 
to meet specific needs by selecting the most suitable 
applications for their Axis network video products.

Compatible applications can be installed on Axis net-
work cameras and video encoders to extend their func-
tionality to meet specific end-user needs. 

For more info about AXIS Camera Application Platform 
and compatible applications from Axis such as AXIS 
Cross Line Detection, visit www.axis.com/applications.

COMPATIBLE
APPLICATION
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MEGAPIXEL
The higher the resolution, the more details can be seen 
in an image. This facilitates the identification of ob-
jects and persons – important considerations in video 
surveillance. Megapixel resolution allows the same 
scene to be viewed in greater detail, or a larger scene 
to be viewed at a maintained resolution. The higher 
resolution also means that digital pan/tilt/zoom can be 
used without causing a drop in resolution.

After the video signal from an NTSC or PAL analog 
camera has been digitized, the maximum resolution 
will be 0.4 megapixel. New network camera technology 
makes higher resolutions possible. 

One common megapixel format is 1280x1024, which 
gives 1.3-megapixel resolution, 3 times higher than 
analog cameras. Cameras that provide multi-megapix-
el resolutions are also available. It is, however, impor-
tant to bear in mind that higher resolutions generally 
lead to reduced light sensitivity because of the smaller 
pixels in the image sensor as compared with conven-
tional cameras.

The full 1600x1200 resolution provided by, for example, AXIS P1346 
Network Camera gives more than 4 times the number of pixels com-
pared with a high-resolution analog camera.

HIGH-DEFINITION TELEVISION (HDTV)
Axis HDTV network cameras comply with SMPTE  
(Society of Motion Picture and Television Engineers) 
standards with regard to HDTV resolutions and frame 
rates, HDTV color fidelity and a 16:9 format. The two 
most important HDTV standards are SMPTE 296M and 
SMPTE 274M.

SMPTE 296M (HDTV 720p) defines a resolution of 
1280x720 pixels with high color fidelity in a 16:9 for-
mat using progressive scanning at 25/30 Hertz (Hz), 
which corresponds to 25 or 30 frames per second de-
pending on the country, or at 50/60 Hz (50/60 frames 
per second).

SMPTE 274M (HDTV 1080) defines a resolution of 
1920x1080 pixels with high color fidelity in a 16:9  
format using either interlaced or progressive scanning 
at 25/30 Hz or 50/60 Hz. 

HDTV/Megapixel network camera resolution, 16:9 ratio

Analog camera resolution, 
4:3 ratio
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THERMAL IMAGING
Thermal cameras detect radiation in the infrared (IR) 
spectrum, which is outside the range of visible light and 
near-infrared light. Ordinary visible light has wave-
lengths of 0.4-0.7 µm. This is what the human eye can 
see, and also what standard, non-day/night cameras 
can detect and display. Light at this part of the spec-
trum requires a radiation source, e.g. the sun or a lamp.
 
Near-IR light, with wavelengths of 0.7-1.5 µm, is beyond 
what the human eye can see, but most camera sensors 
can detect it and make use of it. A day/night camera uses 
an IR-cut filter during the day to filter out IR-light so 
that it does not distort the colors of images as the human 
eye sees them. When the camera is in night mode, the 
IR-cut filter is removed and the camera delivers a black 
and white image. Near-IR light also requires a light 
source, which could be a natural part of the environment, 
such as streetlights or moonlight, or a dedicated IR-lamp.
Thermal radiation is emitted at wavelengths of 3-1000 µm. 

Thermal radiation does not require a separate light 
source since the radiation comes from every object that 
has a temperature above 0 degrees Kelvin. That means 
that even very cold objects such as ice emit thermal ra-
diation. The hotter the object is the more thermal  
radiation it emits. In other words, the greater the tem-
perature differences in a scene, the clearer the thermal 
image will be.

A thermal camera requires special sensors and special 
optics. Regular glass cannot be used for the lenses since 
this blocks the thermal radiation. This also means that 
standard camera housings cannot be used. Most lenses 
for thermal cameras are made using germanium, which 
is transparent to IR-light and thermal radiation.

ONVIF
ONVIF is a non-profit organization founded by Axis, 
Bosch and Sony in 2008.

The goal of ONVIF is to facilitate the development and 
use of a global open standard for the interface of net-
work video products. The ONVIF specification will en-
sure interoperability between network video products 
regardless of manufacturer. It will become even easier 
for end users, integrators, consultants and manufactur-

ers to take advantage of the possibilities offered by net-
work video, resulting in more cost-effective and flexible 
solutions, expanded market opportunities and reduced 
risk. Visit www.onvif.org for more information.

Axis was one of the first companies on the market to 
launch products with ONVIF support: AXIS P3301/-V 
Fixed Dome Network Cameras. Most of the products in 
the Axis portfolio now include ONVIF support.
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LIGHTFINDER TECHNOLOGY
A day and night network camera can deliver excellent 
color images during the day. As night falls and light 
fades, the camera can automatically switch to night 
mode to make use of near infrared (IR) light to continue 
to deliver video. However, the images produced in low 
light condition are typically in black and white. 

But with the Lightfinder technology Axis has mastered 
the art of low light video. This is the result of a careful 
choice of CMOS sensor with the appropriate lens, to-
gether with the elaboration of the image data coming 
from the combination of sensor and lens. The fusion of 
these factors – sensor, lens, in-house chip development 
and knowledge in image processing – provides the out-
standing performance of this technology. 

A network camera incorporating Lightfinder technolo-
gy will thus offer better resolution and more lifelike 
colors in low-light conditions than any analog camera 
on the market. Furthermore, these advantages come 
without compromising other important features of 
network cameras, such as progressive scan and video 
intelligence analysis. 

Network cameras with Lightfinder technology are the 
perfect solution for indoor and outdoor surveillance in 
low-light conditions, especially where users require 
color information in the video for recognition and 
identification purposes.

EDGE STORAGE
Edge storage is a concept in Axis network cameras and 
video encoders that allow them to record video directly 
to a storage device such as an SD/SDHC card, creating 
more robust and flexible video surveillance systems.

Using edge storage, it is possible to record video locally 
when the central system is not available, or continu-
ously record in parallel. 

When used together with video management software 
(VMS), missing video clips resulting from, for instance, 
network disruptions, can later be retrieved and merged 
with the central storage, thereby providing uninter-
rupted video recordings. Additionally, edge storage can 
improve video analysis for systems with low network 
bandwidth and it can be used to manage recordings in 
remote locations or installations where there is inter-
mittent or no network availability.

High-end surveillance camera (above) 
vs. Lightfinder technology (below)
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AXIS’ CORRIDOR FORMAT
Axis’ Corridor Format provides a vertically-oriented, 
“portrait”-shaped video stream ideal for monitoring 
areas that are more vertical than horizontal in shape, 
such as staircases, hallways, aisles, roads, runways, 
tunnels, and similar spaces.

In these situations, the traditional landscape format is 
not optimal since a large part of the field of view –  
specifically the edges of the image – is redundant.  
Consequently, the image quality is not maximized be-
cause the full area and resolution of the camera’s image 
sensor is not utilized. And on top of providing surplus 
images from areas that do not require monitoring, band-
width and storage is also wasted.

By adapting perfectly to the monitored area, Axis’  
Corridor Format can maximize image quality while 
eliminating bandwidth and storage waste. The result-
ing image will have a 9:16 aspect ratio, which makes it 
a perfect match with modern HDTV network cameras 
that deliver a 16:9 aspect ratio.
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Main considerations

> Scene: What kind of scene do you want to 
monitor? How important is it?
This will help you determine the features you would 
like to have in a network camera, such as video 
quality, light sensitivity and type of lens.

> Lighting conditions: level of indoor and/or out-
door light sensitivity required.
Axis offers network cameras for indoor use, as well 
as models for both indoor/outdoor conditions. In-
door/outdoor cameras have varifocal lens that au-
tomatically adjust the lens‘ iris. Day/night cameras, 
which provide color images during daytime and 
black and white images during nighttime are also 
available.
Check details on the network camera‘s light sensi-
tivity both in indoor and/or outdoor environments. 
Lighting conditions are measured in “lux“.

> Distance from position of camera to object 
being monitored.
This determines the type of camera and type of lens 
(normal, telephoto, wide-angle) to use, as well as 
the placement of the camera(s). Choose Axis net-
work cameras with fixed focal or varifocal lenses, 
with or without replaceable lenses, according to the 
level of flexibility needed.

> Angle of view needed: wide, narrow, general or 
detailed coverage (Determine how much of the 
scene you need to see).
Network cameras come with fixed angle and focus, 
as well as variable ones that allow remote pan/tilt/
zoom capability, which enables a wider area of cov-
erage.

> High or low traffic.
The higher the traffic, the more cameras may be 
needed.

PREPARING YOUR NETWORK VIDEO PROJECT

1. Define the scene and type of network video products required

> Assess network use of current LAN: what are you or 
the company using it for?

> Assess network use of current WAN links.
> Determine the pattern of congestion levels over a 

given period.
> Do you need to add new equipment to the network, 

e.g. switches, or use existing infrastructure and 
equipment?

> Do you need to subscribe to additional ISPs for  
redundancy?

2. Determine your application needs: 
 features, recording and storage needs

3. Determine your network needs 
 (LAN/WAN, wireless)

> Application: Simple remote viewing, intelligent 
surveillance system with advanced event manage-
ment, input/output triggers, audio?

> Viewing and recording needs: Determine when 
and how often you need to view and record: day, 
night and/or weekends? Schedule the needs for  
every scene.

> Calculate storage requirements.
> Calculate bandwidth requirements.
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TOOLS AND RESOURCES
Axis offers a variety of tools and information resources to help design IP surveillance systems. 
Many are accessible from the Axis website: www.axis.com/tools

Axis Product Selector
This tool helps you find and compare products from the Axis product portfolio. You specify product type, product 
category and needed functions and will be presented all available products meeting your selection criteria.

Axis Accessory Selector Tool
This tool helps you find the right accessories such as brackets, housings, power supplies and cables for your  
specific camera application.

AXIS Design Tool
This tool helps you estimate bandwidth and storage needs for your surveillance project based on camera configu-
rations and surveillance scenarios. 

Axis Coverage Shapes
An easy-to-use library of camera shapes for Microsoft Visio that lets you visualize camera coverage based on 
camera field of view and required resolution. Axis Coverage Shapes are available to Axis’ partners on the Partner 
Pages: www.axis.com/partner_pages

Lens calculators
This tool helps you calculate the focal length of the lens you will need in order to capture a specific scene at a 
certain distance.

AXIS Guide
The AXIS Guide is a version of the Axis product selector, specially designed for use on iPhone.

Technical guide to network video
Before setting up your own system, you need to consider what features are required. It is equally 
important to consider factors such as performance, interoperability, scalability, flexibility and 
future-proof functionality. This guide will walk you through these factors, helping you to achieve 
a solution that fully takes advantage of the potential of network video technology. To order a free 
personal copy, visit www.axis.com/free_guide

Intelligent Network Video: Understanding modern surveillance systems 
This 390-page hardcover book is authored by Fredrik Nilsson and Axis Communications. It repre-
sents the first resource to provide detailed coverage of advanced digital networking and intelli-
gent video capabilities. Published in September 2008, the book is available for purchase through 
Amazon, Barnes & Noble and CRC Press, or contact your local Axis office. 

Technical guide to network video.
Technologies and factors to consider for the successful deployment 
of IP-based security surveillance and remote monitoring applications.



SOLUTIONS BY INDUSTRY40

Flexibility and scalability are key promises that network video fulfills. Axis offers network video
solutions that ensure enduring results, whatever your business area or application need.

A tailor-made solution for every application
SOLUTIONS BY INDUSTRY

Retail
The key to success for retailers is to provide a satisfying customer experi-
ence. With Axis network video, you can achieve greater security and loss 
prevention, optimize store management and significantly improve store per-
formance. Easily integrated with POS and EAS systems, an Axis network 
video solution enables remote and local monitoring at any time, from any 
place. You get rapid ROI as well as great interoperability; for instance, by 
combining people counting, integrated alarm functionality and register 
monitoring.

Transportation
Axis network video gives you the means to improve safety, control flow 
and enhance overall security at airports and public transport hubs, and 
even on-board vehicles. Remote surveillance lets you monitor everything: 
check-in, platforms, gates, hangars, parking lots and baggage systems, as 
well as vehicles in service. For traffic monitoring, network video helps to 
reduce congestion and improve traffic flow.

Education
From day-care centers to universities, Axis network video systems help 
deter vandalism and increase safety for staff and students. Using the 
existing IP infrastructure, no extra cabling is required. Features such as 
motion detection give security operators powerful tools to support action 
and avoid false alarms. Remote learning is another interesting application, 
e.g. for students who are unable to attend lectures in person.

Industrial
Axis network video is used in a multitude of industrial applications, such 
as remote monitoring of manufacturing lines and processes, performance 
enhancement of automated production systems, incident detection and 
perimeter security. Network video is also an efficient tool to improve 
remote trouble-shooting and maintenance support.
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Banking and finance
Banks have traditionally very high demands on security and surveillance. 
Using existing CCTV equipment and infrastructure, they can create state-
of-the-art network video surveillance systems that deliver powerful event 
management and exceptional image detail for easy detection and identifi-
cation in all light situations. At bank offices as well as ATMs, Axis solutions 
increase the security for staff and visitors and offer greater protection of 
assets and property. Security staff can monitor multiple branches from a 
central or mobile location, and rapidly verify and respond to alarms.

Healthcare
Axis allows hospitals to efficiently monitor indoor and outdoor environ-
ments such as emergency departments, passageways and restricted areas 
to ensure the protection of staff, patients and sensitive information. 
Authorized hospital security staff can view live video from multiple loca-
tions, detect activity, provide remote assistance, and much more.

City surveillance
Network video is an essential tool for fighting crime and protecting the 
public. In emergencies, network cameras can help police or firefighters to 
quickly focus their action. Axis’ advanced network cameras offer razor-
sharp detail, motion detection and tamper-resistance. Operating over both 
wired and wireless networks, they are ideal and extremely cost-effective 
tools to promote the security that ensures safer cities.

Government
Axis network video helps protect all kinds of public buildings, from muse-
ums and offices to libraries and prisons. Supervising security at building 
access areas and remote monitoring points 24/7, Axis cameras increase 
security for staff and visitors. They also help prevent vandalism and pro-
vide visitor statistics.



Network cameras
> AXIS 211W 7
> AXIS 212 PTZ/-V 13
> AXIS 214 PTZ 13
> AXIS 221 6
> AXIS 233D 13
> AXIS M1011 6
> AXIS M1011-W 6
> AXIS M1031-W 6
> AXIS M1043-W 7
> AXIS M1044-W 7
> AXIS M1054 7
> AXIS M1103 7
> AXIS M1104 7
> AXIS M1113/-E 7
> AXIS M1114/-E 8
> AXIS M3113-R 10
> AXIS M3114-R 10
> AXIS M3113-VE 10
> AXIS M3114-VE 10
> AXIS M3011 10
> AXIS M3014 10
> AXIS M3203/-V 11
> AXIS M3204/-V 11
> AXIS M5013 13
> AXIS M5014 13
> AXIS P1343/-E 8
> AXIS P1344/-E 8
> AXIS P1346/-E 8
> AXIS P1347/-E 9
> AXIS P3301/-V 11
> AXIS P3304/-V 11
> AXIS P3343/-V/-VE 12
> AXIS P3344/-V/-VE 12
> AXIS P3346/-V/-VE 12
> AXIS P3367/-V/-VE 12
> AXIS P5512/-E 14
> AXIS P5522/-E 14
> AXIS P5532/-E 14
> AXIS P5534/-E 14
> AXIS Q1602/-E 9
> AXIS Q1910/-E 17
> AXIS Q1921/-E 17
> AXIS Q1755/-E 9
> AXIS Q6032/-E  15
> AXIS Q6034/-E 15
> AXIS Q6035/-E 15

Video encoders/decoders
> AXIS 241Q 19
> AXIS 241QA 19
> AXIS 241S 18
> AXIS 243Q Blade 19
> AXIS 243SA 18
> AXIS 247S 18
> AXIS 291 1U Video Server Rack 22
> AXIS M7001 18
> AXIS M7010 21
> AXIS M7014 19
> AXIS P7701 Video Decoder 21
> AXIS P7210 21
> AXIS P7214 20
> AXIS P7224 Blade 20
> AXIS Q7401 19
> AXIS Q7404 20
> AXIS Q7406 Blade 20
> AXIS Q7414 Blade 20
> AXIS Q7900 Rack 22
> AXIS Video Server Rack 22

Video management
> AXIS T8412 Installation Display 26
> AXIS Video Hosting System 23
> AXIS Camera Management 26
> AXIS Camera Station 24
> AXIS Camera Station One 24
> AXIS Mobile Monitor 26

Hardware accessories
> AXIS P8221 Network I/O Audio Module 29
> AXIS Q8108-R Video Recorder 29
> AXIS T8310 Video Surveillance Control Board 29
> AXIS T90A Illuminators 28
> AXIS T90C Fixed Dome IR-LED 28
> AXIS T92A Housing Series 27
> AXIS T92E Housing Series 27
> AXIS T93E05 Housing 27
> AXIS T95A Series Dome Housing 27
> AXIS T97A10 Enclosure 28
> Casings and covers 28
> Lenses 28
> Mounting accessories 28
> Power accessories 28
> Power over Ethernet 28
> YP3040 Pan-Tilt Motor 29

Bundles and kits
> AXIS M10 Surveillance Kits 30
> AXIS M11 Surveillance Kits 30
> AXIS M32 Surveillance Kits 30
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CORPORATE HEADQUARTERS,
SWEDEN
Axis Communications AB
Emdalavägen 14
SE-223 69 Lund
Tel: +46 46 272 18 00
Fax: +46 46 13 61 30

AUSTRALIA
Axis Communications Pty Ltd.
Level 11, 63 Exhibition St.
Melbourne, VIC 3000
Tel: +61 3 9982 1111

BRAZIL
Axis Communications
Rua Mario Amaral 172, 13º Andar, 
Conjunto 131 04002-020, São Paulo
Tel. +55 11 3050 6600

CANADA
Axis Communications, Inc.
90 Burnhamthorpe Rd. W. 
Suite 1202 
Mississauga, ON L5B 3C3
Tel: +1 800 444 AXIS (2947)
Fax: +1 905 366 0129
Support: +1 800 444 2947, option 4

CHINA
Shanghai Axis Communications 
Equipment Trading Co.,Ltd.
Suite D2, 6/F Jinling  Haixin  Building 
No. 666 Fuzhou Rd, Huangpu District 
Shanghai 200001
Tel: +86 21 6431 1690

Beijing Axis Communications
Rm. 2003, Tower B
Tian Yuan Gang Center C2
Dongsanhuan North Road
Chaoyang District
Beijing 100027
Tel: +86 10 8446 4990  
Fax: +86 10 8286 2489

Chengdu Axis Communications
Room 2-1.24/F, Chuanxin Mansion
Section2, No.18, Renmin South Road
Chengdu, Sichuan 610016
Tel: +86 28 8619 9330
Fax :+86 28 8619 9385

Guangzhou Axis Communications
Suite 1135, Vili International Apt. 
No.167 West Linhe Rd, Tianhe District 
Guangzhou 510000
Tel: +86 20 3877 6233
Fax: +86 20 3877 6033

COLOMBIA
Axis Communications
Carrera 13 No 96-67 of 308
Bogota
Tel. +57 1 610 6839

FRANCE, NORTH AFRICA
Axis Communications SAS
Antony Parc I
2 à 6 place du Général de Gaulle
92160 Antony, France
Tel: +33 (0)1 40 96 69 00 
Fax: +33 (0)1 46 74 93 79
Support: + 33 (0) 825 007 074 (0,15€/min)

GERMANY, AUSTRIA, SWITZERLAND,
CENTRAL & EASTERN EUROPE
Axis Communications GmbH
Lilienthalstr. 25
DE-85399 Hallbergmoos
Tel: +49 811 555 08 0
Fax: +49 811 555 08 69
Support: +49 1805 2947 78

HONG KONG
Axis Communications Limited
Unit 1919-20, 19/F
Chevalier Commercial Centre
8 Wang Hoi Rd, Kowloon Bay 
Tel: +852 2511 3001 
Fax: +852 2511 3280

INDIA
Axis Video Systems India Pvt Ltd.
No. 7, “Devdas Manor”, 3rd Floor,
2nd Cross, CSI Compound, 
Mission Road, 560 027 
Bangalore
Tel: +91 (80) 4157 1222
Fax: +91 (80) 4150 6468

ITALY
Axis Communications S.r.l.
Corso Alberto Picco, 73
10131 Torino
Tel: +39 011 819 88 17
Fax: +39 011 811 92 60

JAPAN
Axis Communications K.K.
Forecast Shinjuku Avenue 4F
2-5-12 Shinjuku Shinjuku-ku
Tokyo 160-0022
Tel: +81 3 5312 5230
Fax: +81 3 5312 5229

KOREA
Axis Communications Korea Co., Ltd.
Rm 1012, Gasan Digital Empire B/D
685 Gasan-dong
Geumcheon-gu, Seoul
Tel: +82 2 780 9636
Fax: +82 2 6280 9636

MALAYSIA
Axis Communications Video Sdn Bhd
A-25-2, Level 25, Menara UOA Bangsar
No. 5, Jalan Bangsar Utama 1
59000 Kuala Lumpur
Tel: +60 3 2282 3922 

MEXICO
Axis Communications
Blvd. Manuel Avila Camacho 170 
Interior 402, Col. Reforma Social.
México, D.F. C.P. 11650
Tel: +52 55 5273 8474
Fax: +52 55 5272 5358

NETHERLANDS, BELGIUM, 
LUXEMBURG
Axis Communications BV
Glashaven 22
NL-3011 XJ Rotterdam
Tel: +31 10 750 46 00
Fax: +31 10 750 46 99
Support: +31 10 750 46 31

RUSSIAN FEDERATION
OOO Axis Communications
Leningradsky prospekt
31/3, office 508
125284, Moscow
Tel: +7 495 940 6682 
Fax: +7 495 940 6682

SINGAPORE
Axis Communications
(S) Pte Ltd.
7 Temasek Boulevard
#11-01A Suntec Tower 1
Singapore 038987
Tel: +65 6 836 2777
Fax: +65 6 334 1218

SPAIN
Axis Communications
C/ Yunque 9, 1A
28760 Tres Cantos, Madrid
Tel: +34 91 803 46 43
Fax: +34 91 803 54 52
Support: +34 902 112 832

SOUTH AFRICA
Axis Communications SA Pty Ltd.
Hampton Park, Atterbury House, 20 
Georgian Crescent
Bryanston, Johannesburg
Tel: +27 11 548 6780
Fax: +27 11 548 6799

PO Box 70939
Bryanston 2021

TAIWAN
Axis Communications Co. Ltd.
8F-9, 101 Fu Xing North Road,
Taipei, 10595
Tel: +886 2 2546 9668
Fax: +886 2 2546 1911

UNITED ARAB EMIRATES
Axis Communications Middle East
Dubai Airport Free Zone
West Wing 5, Block A, Office 301
PO Box 293637
Dubai 
Tel: +971 4 609 1873

UNITED KINGDOM
Axis Communications (UK) Ltd.
Suite 6-7, Ladygrove Court
Hitchwood Lane
Preston, Nr Hitchin
Hertfordshire SG4 7SA
Tel: +44 146 242 7910
Fax: +44 146 242 7911
Support: +44 (0)844 846 7533

UNITED STATES
Axis Communications Inc.
300 Apollo Drive
Chelmsford, MA 01824
Tel: +1 978 614 2000
Fax: +1 978 614 2100
Support: +1 800 444 2947 option 4

CONTACT INFORMATION
www.axis.com/request
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About Axis Communications
Axis is an IT company offering network video solutions 
for professional installations. The company is the global 
market leader in network video, driving the ongoing 
shift from analog to digital video surveillance. Axis 
products and solutions focus on security surveillance 
and remote monitoring, and are based on innovative, 
open technology platforms.
Axis is a Swedish-based company, operating worldwide 
with offices in more than 20 countries and cooperating 
with partners in more than 70 countries. Founded in 1984, 
Axis is listed on the NASDAQ OMX Stockholm under the 
ticker AXIS. For more information about Axis, please visit 
our website at www.axis.com.

©2011 Axis Communications AB. AXIS COMMUNICATIONS, AXIS, ETRAX, ARTPEC and VAPIX are registered trademarks or trademark applications of Axis AB 
in various jurisdictions. All other company names and products are trademarks or registered trademarks of their respective companies. We reserve the right 
to introduce modifications without notice.
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Easy to use, Versatile, Scalable
ACS WebService is a Web-hosted access control solution 

that leverages the power and versatility of the Internet. It 

provides reliable, real-time access control administration 

of your facilities. There’s no software installation, no 

server set-up, and no IT hassles. The entire system can be 

administered over the Internet from a Web browser...

anywhere, anytime!

ACS WebService Account 
Administration
•  Web browser interface for all administration 
•  Reports, activity log, and journals let you keep close 

tabs on system activity
•  Multiple logins for security and partitioned database access
• Up to 25,000 users/credentials per control panel
• Audit trail of administrative actions
• Infinitely scalable for unlimited expansion
• New firmware updates available online at no additional cost

 Online Video Recorder Service
•  Access video for all of your locations in one centrally managed 

account
• Only cameras on site—no other equipment needed
• Fully encrypted and secure
• No IT support required
•  Online video storage means no wasted expense—don’t pay for 

storage and resources you don’t need!

System Highlights
• No software to install, no dedicated PC needed
• System is fully accessible using a standard Web browser
• Notifications of alarms via email or text message 
•  No servers or IT support needed—backups, archives, and 

upgrades all handled by the Brivo data center
• Intuitive interface means end-user training is a snap
•  DVR integration enables viewing of live or event-related video
•  Badge design and printing interface fully integrated into 

application
• Antipassback features
• Supports up to 6 cameras per location with OVR WebService™

Brivo Systems LLC • 4330 East West Highway, Suite 250 • Bethesda, MD 20814
301.664.5242 • Toll Free: 1.866.692.7486, option 1 • www.brivo.com

Powerful security made simple.

ACS WebService®

Software as a Service Security Management

IP Connectivity and Interfaces
• TCP/IP—works on any network
• 128-bit SSL encryption—your information is secure
•  DHCP (Default) or Static IP—little or no IT resources 

needed
• DataSync Application Programming Interface (API)   
   available

Use your Web browser to access your entire account. The simple 

interface has you up and running with almost no training. 

Cameras work with either the fully integrated DVR module or 

our Online Video Recorder (OVR™) service. Both enable remote 

viewing of video that is fully integrated into the application for 

seamless management of your system.



ACS WebService Specifications
Communications LAN/WAN/Internet/Cellular
Authentication and encryption X509 Client Certificates and 128-bit SSL
Active card holders Unlimited system-wide user credentials 
Max # of system-wide readers Unlimited
Max # of accounts Unlimited
Max # of custom fields 60
Maximum # of workstations Unlimited browser connections (Included)
Firmware upgrades Downloadable via Internet or cellular
Text message and email Configurable by site. Included with 
notifications ACS WebService account
Stored events  Past 365 days storage of unlimited number 

of events
Elevator control Up to 118 floors per elevator reader
Online video recorder See OVR WebService™ cutsheet for details
DVR integration See DVR cut sheet for details
Lockdown By doors or user groups
Badge design and printing Image capture via JPG or Web Cam
Antipassback Several configuration options 

Brivo Systems LLC • 4330 East West Highway, Suite 250 • Bethesda, MD 20814
301.664.5242 • Toll Free: 1.866.692.7486, option 1 • www.brivo.com

©2011 Brivo Systems LLC. All trademarks are property of their respective owners.                                 M-LIT-ACSWebServiceCutsheetPowerful security made simple.

ACS WebService®

Software as a Service Security Management

Ordering Information for ACS WebService 
System Components
ACS5000-E/ACS5008-E   ACS5000 Ethernet control panel* 

(Standard or large size chassis)
ACS5000-W/G  ACS5000 Cellular control panel* 

(Standard size chassis)
ACS5000-EDGE  HID Edge™ with Brivo ACS Plug-in 

(Reader not included)
ACS5000-DB  ACS5000 Door Expansion Board
ACS5000-IO ACS5000 Input/Output expansion board
ACS5000-EXP/ACS5008-EXP   Expansion Chassis* 

(2 or 4 board enclosure)
ACS IPDC 1E/ACS IPDC 2E IP Door Controller    
 (Single or dual reader)

*Power supply, transformer, and battery included.

ACS WebService can control access to multiple sites. 
Unlimited scalability and the power of 24/7, professionally 
staffed data centers give you a system that is flexible, 
powerful, and secure. All you need to administer the 
system—including every site, user, door, and camera—
is your Web browser and Internet access.

Powerful security made simple.
Learn more at www.brivo.com/demo or email demo@brivo.com to arrange a personal demonstration.

Supported Readers
Brivo supports a variety of readers. For a full list, visit www.brivo.com/support/manuals-downloads and download the ACS5000 
Reader/Keypad Wiring Guide under ACS5000-E/W.

ACS5000-W/GACS5000-E

ACS5000-E

ACS5000-EXP

LAN

Site 3Site 1 Site 2

Hosted Data Center

IP Camera

IP Camera

Internet

ACS IPDC
     STATUS                  ACTIVE                   NETWORK

IP DOOR CONTROLLER

      

ACS5000-Edge
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